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Standard Practice for
Organizations Engaged in the Certification of Personnel

Testing and Inspecting Bituminous Paving Materials !

This standard is issued under the fixed designation D 5506; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilonef indicates an editorial change since the last revision or reapproval.

1. Scope 2.2 AASHTO Standard:

1.1 This practice covers a standard for establishing evalua- AASHTO T-164 Quantitative Extraction of Bitumen from
tion and certification procedures for personnel engaged in _ Bituminous Paving Mixtures
testing and inspecting bituminous paving materials in accor- 2-3 Other Documents: _ _
dance with specified test methods and is intended for use by Development, Administration, Scoring and Reporting of

independent organizations providing certification services. Credentialing Examinations: Recommendations for
Board Members, March 1993.
Note 1—Refer to Specifications D 3666 for information on the mini- Guidelines for Engineering and Related Specialty Certifica-
mum requirements for agencies testing and inspecting bituminous paving tion Programs, June 1961

materials and to Practice D 4561 for information on quality control L . .

systems for organizations producing and applying bituminous paving qudel'nes for Non-ertten Exam'r_]at'ons_’ January 199:_"'

materials. Principles of Fairness: An Examining Guide for Credential-
ing Boards, February 1993.

Standards for Accreditation of National Certification Orga-

nizations, July 1998,

1.2 Qualification for certification candidates, qualifications
of those administering the certification examinations, methods
of administering the certification tests, and certain certification
organization operating requirements are given. 3. Terminology

1.3 Competency determination typically includes a moni-

) L : 3.1 Definitions of Terms Specific to This Standard:
tored written examination and a performance evaluation.

. 3.1.1 accreditation—the formal recognition that a certifica-
1.4 This standard does not purport to address all of thetion organization and its program(s) conform to a set of

safety concems, if any, associated with its use. It is therequirements established by a nationally recognized accredita-

responsibility of the user of this standard to establish appro-; - "bo dy.

Eirlli?teo??;ez&g? r}ierr?ilzgti%rr?sc“iﬁ)sr ?S?Ijsdeetermlne the applica- 3.1.2 certificant—an individual who has been certified by a
y 9 y P ' certification organization.

2. Referenced Documents 3.1.3 certification—an action that determines and an-
21 ASTM Standards? nounces that an individual has fulfilled the pre-established

D 2726 Test Method for Bulk Specific Gravity and Density requirements and is certified to perform the designated task(s)

of Non-Absorptive Compacted Bituminous Mixtures associated W'th a test me’_[hoc_i. :
D 3666 Specification for Minimum Requirements for Agen- 3.1.4_cert|f|cat|on organizatios-an |_nd_ependent body en-
cies Testing and Inspecting Road and Paving Materials gaged in the evaluation and credentialing of the knowledge,
D 4561 Practice for Quality Control Systems for Organiza_skiIIs, and abilities of individuals who perform specified tasks.

tions Producing and Applying Bituminous Paving Materi- 3.15 examinee—certification applicant involved in the ex-
als amination process.
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