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This standard is issued under the fixed designation D 6214; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilon (e) indicates an editorial change since the last revision or reapproval.

1. Scope

1.1 This test method covers an accelerated, destructive test
method for geomembranes in a geotechnical application.

1.2 This test is applicable to field fabricated geomembranes
that are scrim reinforced or non reinforced.

1.3 This test method is applicable for field seaming pro-
cesses that use a chemical fusion agent or bodied chemical
fusion agent, as the seaming mechanism.

1.4 Subsequent decisions as to seam acceptance criteria are
made according to the site-specific contract plans, specification
and CQC/CQA documents.

1.5 The values stated in both inch-pound and SI units are to
be regarded separately as the standard. The values given in
parentheses are for information only.

1.6 Hazardous Materials—Always consult the proper Ma-
terial Safety Data Sheets for any Hazardous materials used for
proper ventilation and protection. The use of the oven in this
test method may accelerate fume production from the test
specimen.

1.7 This standard does not purport to address all of the
safety concerns, if any, associated with its use. It is the
responsibility of the user of this standard to establish appro-
priate safety and health practices and determine the applicable
of regulatory limitations prior to use.

2. Referenced Documents

2.1 ASTM Standards:2

D 413 Test Methods for Rubber Property—Adhesion to
Flexible Substrate

D 638 Test Method for Tensile Properties of Plastics
D 751 Test Method for Coated Fabrics
D 882 Test Methods for Tensile Properties of Thin Plastic

Sheeting

D 4439 Terminology for Geosynthetics
2.2 ANSI/NSF Standard:
ANSI/NSF Standard 543

3. Terminology

3.1 Definitions of Terms Specific to This Standard:
3.1.1 bodied chemical agent, n—a chemical fluid containing

a portion of the parent geomembrane polymer, that dissolves
the surface of the geomembrane to be bonded.

3.1.2 bodied-chemical fusion seams, n—use of a bodied
chemical agent to dissolve the surfaces of the geomembrane for
bonding.

3.1.2.1 Discussion—Heat and pressure are commonly used
as part of the bodied chemical fusion process.

3.1.3 chemical agent, n—a chemical fluid that dissolves the
surface of the geomembrane to be bonded.

3.1.4 chemical fusion seams, n—use of a chemical agent to
dissolve the surface of the geomembrane for bonding.

3.1.4.1 Discussion—Heat and pressure are commonly used
as part of the chemical fusion process.

4. Significance and Use

4.1 Significance— The increased use of geomembranes as
barrier materials to restrict fluid migration from one location to
another in various applications, and the various types of
seaming methods used in joining geomembrane sheets, has
created a need to standardize tests by which the various seams
can be compared and the quality of the seam systems can be
evaluated. This test method is intended to meet such a need.

4.2 Use—Accelerated seam test provides information as to
the status of the field seam. Data obtained by this test method
should be used with site-specific contract plans, specification
and CQC/CQA documents. This test method is useful for
specification testing and for comparative purposes, but does
not necessarily measure the ultimate strength that the seam
may acquire.1 This test method is under the jurisdiction of ASTM Committee D35 on

Geosynthetics and is the direct responsibility of Subcommittee D35.10 on Geomem-
branes.
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