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Standard Test Method for

Resistance to Creep of Adhesives in Static Shear by
Compression Loading (Wood-to-Wood)1

This standard is issued under the fixed designation D7966/D7966M; the number immediately following the designation indicates the

year of original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last

reapproval. A superscript epsilon (´) indicates an editorial change since the last revision or reapproval.

1. Scope

1.1 This test method covers the determination of creep

properties of structural adhesives in wood-to-wood bonds

when a standardized specimen is subjected to shearing stresses

at various levels of static load, constant temperature, and

relative humidity. Apparatus and procedures are provided for

shear deformation (creep) of adhesive bonds under static load.

This test method is used under the indicated conditions to

evaluate resistance to creep properties of a structural wood

adhesive.

1.2 The test method is used to evaluate creep performance

of adhesives suitable for the bonding of wood, including

treated wood, into structural wood products for general

construction, marine use, or for other uses where a high-

strength general construction, creep-resistant, durable adhesive

bond is required. Individual block shear specimens are pre-

pared from adhesively bonded laminations, subjected to a

constant load under various combinations of temperature and

relative humidity, and the amount of creep measured.

1.3 Creep of structural wood adhesives as measured by this

test method may not be comparative to other ASTM methods

and is limited to the conditions of the test and procedures

contained herein.

1.4 The values stated in either SI units or inch-pound units

are to be regarded separately as standard. The values stated in

each system are not necessarily exact equivalents; therefore, to

ensure conformance with the standard, each system shall be

used independently of the other, and values from the two

systems shall not be combined.

1.5 This standard does not purport to address all of the

safety concerns, if any, associated with its use. It is the

responsibility of the user of this standard to establish appro-

priate safety, health, and environmental practices and deter-

mine the applicability of regulatory limitations prior to use.

1.6 This international standard was developed in accor-

dance with internationally recognized principles on standard-

ization established in the Decision on Principles for the

Development of International Standards, Guides and Recom-

mendations issued by the World Trade Organization Technical

Barriers to Trade (TBT) Committee.

2. Referenced Documents

2.1 ASTM Standards:2

D905 Test Method for Strength Properties of Adhesive

Bonds in Shear by Compression Loading

D907 Terminology of Adhesives

D1101 Test Methods for Integrity of Adhesive Joints in

Structural Laminated Wood Products for Exterior Use

D2395 Test Methods for Density and Specific Gravity (Rela-

tive Density) of Wood and Wood-Based Materials

D2559 Specification for Adhesives for Bonded Structural

Wood Products for Use Under Exterior Exposure Condi-

tions

D4442 Test Methods for Direct Moisture Content Measure-

ment of Wood and Wood-Based Materials

E4 Practices for Force Calibration and Verification of Test-

ing Machines

2.2 Other Document:3

CSA O112.9 Evaluation of Adhesives for Structural Wood

Products (Exterior Exposure)

2.3 ASTM Adjuncts:

Compression-Shear Creep Test Apparatus4

3. Terminology

3.1 Definitions: Many terms in this test method are defined

in Terminology D907.

3.1.1 laminated wood, n—the fabricated product resulting

from the bonding of two or more laminations, with each

lamination made from one or more pieces bonded either
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