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QHny) Designation: E 969 — 95 (Reapproved 1999)

Standard Specification for

Glass Volumetric (Transfer) Pipets *

This standard is issued under the fixed designation E 969; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilonej indicates an editorial change since the last revision or reapproval.

This standard has been approved for use by agencies of the Department of Defense.

1. Scope the pipet taken in a plane perpendicular to the longitudinal axis
1.1 This specification covers volumetric pipets of two shall be circular. The shape shall permit complete emptying

classes. Class A, Precision Pipet and Class B, General Purpod&d thorough cleaning. . .
4.1.1 Bulb—The shape shall permit complete emptying
Note 1—Specifications for micropipets are given in Specification \yithout any hold up, and easy cleaning.
E 193. 4.2 Dimensions—The length of the suction tube shall be
2. Referenced Documents 150 to 190 mm and the minimum wall thickness of both
e e e o T e ™
E 193 Specification for Micropipets Pl 9 :

e ; 4.3 Delivery Tips—Delivery tips shall be made with a
E 438 Specification for Glasses in Laboratory Apparatus .
E 542 Practice for Calibration of Volumetric Apparatus gradual taper of 1.5 to 3 cm. The_ end of the tip shall _be
E 694 Specification for Laboratory Volumetric Appar&tus perpendicular to the longitudinal axis of the tip. The outside

e ; edge of the tip may be bevelled slightly and the end and the
E 920 Specification for Commercially Packaged Laboratorybevel shall be ground or fire-polished. Sudden constriction at

Apparatus - : ; -~
E 921 Specification for Export Packaged Laboratory Appa—gh;i\/%rr'f'csetr\e/\’:mulin';n%agofr:é)g;h tz];lt?l\g characteristics of the
ratus y plabe.

E 1133 Practice for Performance Testing of Packaged Labqf:,:l‘l'?"1 Tempered Tips-May be supplied at option of manu-

. cturer. The tempered tip, when tested in index oil which
ratory Apparatus for United States Government I:’rocurematches the refractive index of the glass being used, shall have

ments o
E 1157 Specification for the Sampling and Testing of Reus® fTrﬁ;ri?nmzzlr?ng?lgnzzsosm|(rt?(la"|ng?r?;rzht o lec
able Laboratory Glasswate ible. 9 g p g

3. General Requirements 4.4.1 Capacity Line—The capacity line shall be a sharply
defined line of uniform width (maximum 0.6 mm) in a plane
Perpendicular to the vertical axis of the pipet. The line shall be
Specification E 438. applied by one of the following methods: etched and filled with
a permanent pigment; etched through a vertical colored stripe

3.2 Calibration—Pipets shall be calibrated to deliver (sym-]c dinto the alass- b licati f a stain fired into the al
bol TD) the intended capacity at 20°C. The pipet shall be filled usedinto the g.ass, y application ot a stain fireéd into th€ giass
ithout etching; or by application of an enamel fired onto the

about 20 mm above the capacity line. The water is lowered" . . . .
slowly to the capacity line. Delivery of the contents into aglass without etching. The line shall completely encircle the

receiving vessel is made with the tip in contact with the wall oftUbe except when the line is a stain fired into the glass without

; . ; L 0
the vessel and no after-drainage period is allowed. AccuracgtChmg' If so stained, the line shall extend a minimum of 90 %

o - oo f the way around the tube.
shall'be within the limits specified in Table 1. 4.4.2 Color Coding—Each pipet shall be marked with one

4. Design or two color bands as specified in Table 1. The single band

4.1 Shape—The pipets shall consist in general of a suctionShou:g be E;O 10 mm Wid?d’ Wh”C? the douglﬁ coIoIr bands
tube and a delivery tube separated by a bulb; all three part%hou each be 3 to 5 mm wide and separated by a clear space

shall be permanently attached together. Any cross-section (9Ef 2 to 3 mm. Color bands do not have to be contlnuous but
may be broken as long as they cover 40 % of the circumference

of the pipet. Colors must be bright and distinct.

1 This specification is under the jurisdiction of ASTM Committee E-41 on 4.4.3 Identification Markings—Each pipet marked by one
Laboratory Apparatus and is the direct responsibility of Subcommittee E41.01 on , .. . . s
Apparatus. of the methods given in 4.4.1 shall show the manufacturer’s

Current edition approved Nov. 10, 1995. Published December 1995. Originalsname or trademark, the nominal capacity, the word “delivers”

published as E 969 —83. Last previous edition E 969 — 94. or the symbol “TD,” the temperature of calibration, 20°C. The
2 Annual Book of ASTM Standardéol 14.04.

3.1 Borosilicate Glass-Borosilicate glass for pipets shall
conform to the glass requirements of Type 1, Class A or B o
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