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1. Scope

1.1 This practice covers procedures for adjusting the size
ranges of an automatic airborne particle counter (APC) to
match size-concentration data from a reference APC that has
been calibrated for counting and sizing accuracy in accordance
with Practice F 328 and is kept in good working order. The
practice is applied in situations where time or capabilities, or
both, required for carrying out procedures in Practice F 328 are
not available. It is particularly useful where more than one
APC may be required to observe an environment with particu-
late material that differs in composition from the precision
spherical particulate materials used for calibration in Practice
F 328.

2. Referenced Documents

2.1 ASTM Standards:
F 328 Practice for Determining Counting and Sizing Accu-

racy of an Airborne Particle Counter Using Near-
Monodisperse Spherical Particulate Materials2

2.2 Military Standard:
MIL-F-51068C Military Specification, Filter, Particulate,

High Efficiency, Fire Resistant3

3. Summary of Practice

3.1 The APC under test is used to sample from an environ-
ment containing polydisperse aerosol whose nature is similar to
that anticipated where the APC will be used. At the same time
the reference APC that has been calibrated in accordance with
Practice F 328, and maintained in good working order, is used
to sample from the same environment. The size range settings
of the APC under test are adjusted so that its concentration data
are essentially in agreement with the concentration data pro-
duced by the reference APC.

4. Significance

4.1 In some aerosol measurements, two or more APCs must
be used. APC operators have noted that differing results can be

obtained by two APCs sampling the same air parcel, even when
the APCs have been recently placed in good operating condi-
tion and are operating within their design specifications.

4.2 Identical or closely similar data are not developed by the
APCs as a result of several causes. The most important is the
difference in the ambient aerosol and the calibration aerosol in
terms of both composition and particle size distribution.
Another cause is variation in design and performance between
the two APCs. Another cause is normal sample variance and
the effect of sample size. Thus, even with good sample
handling procedure these causes may result in differences of up
to an order of magnitude in concentrations reported by two or
more APCs.

NOTE 1—A more detailed discussion of these factors is given in
Appendix X1.

5. Interferences

5.1 Since the APC is typically a high-sensitivity device it
may be affected by radio frequency or electromagnetic inter-
ference. Precautions should be taken to ensure that the test area
environment does not exceed the RFE-EMI capabilities of the
APC. Electronic or operational verification can be made, such
as indication of acceptable background level.

6. Apparatus

6.1 Reference APC—This APC should have been calibrated
within the last 6-month period in accordance with Practice
F 328 and maintained in good operating order. It is recom-
mended that the reference APC be retained in a standardization
or calibration laboratory and used only as a standard instru-
ment.

6.2 Gas Flowmeter—A flowmeter with low pressure drop
characteristics is required to measure flow into the APC. Use a
variable-area flowmeter with APC flow near the top of a
variable area flowmeter scale. The flowmeter should be cali-
brated and operated for low pressure drop across the flowmeter.

6.3 Tubing—Smooth-walled tubing with inside diameter
sized in accordance with the APC inlet section is to be used.
The tubing should be no longer than 1 m and should be metal
(such as stainless steel or copper), glass, or should be of plastic
material that will not release plasticizer in use or build up
electrostatic charge.

6.4 Filtered Air Supply—Compressed air that has been
passed through a high-efficiency filter (see MIL-F-51068C)
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