
Designation: A 132 – 04

Standard Specification for
Ferromolybdenum 1
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1. Scope*

1.1 This specification covers two grades of ferromolybde-
num.

1.2 The values stated in inch-pound units are to be regarded
as the standard.

2. Referenced Documents

2.1 ASTM Standards:2

A 1025 Specification for Ferroalloys, General Require-
ments

E 11 Specification for Wire-Cloth Sieves for Testing Pur-
poses

3. General Conditions for Delivery

3.1 Materials furnished to this specification shall conform to
the requirements of Specification A 1025, including any
supplementary requirements that are indicated in the purchase
order. Failure to comply with the general requirements of

Specification A 1025 constitutes nonconformance with this
specification. In case of conflict between the requirements of
this specification and Specification A 1025, this specification
shall prevail.

4. Chemical Requirements

4.1 The material shall conform to the requirements as to
chemical composition specified in Table 1. The manufacturer
shall furnish an analysis of each shipment showing the per-
centage of each element specified.

5. Size

5.1 The grades are available in sizes as listed in Table 2.
5.2 The sizes listed in Table 2 are typical as shipped from

the manufacturer’s plant. These alloys exhibit varying degrees
of friability; therefore, some attrition may be expected in
transit, storage, and handling.

6. Keywords

6.1 ferromolybdenum; molybdenum
1 This specification is under the jurisdiction of ASTM Committee A01 on Steel,

Stainless Steel, and Related Alloys and is the direct responsibility of Subcommittee
A01.18 on Castings.
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*A Summary of Changes section appears at the end of this standard.
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