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1. Scope*

1.1 This specification2 covers regular and special-quality
alloy steel bolting materials which may be used for nuclear and
other special applications. Bolting materials as used in this
specification cover rolled or forged bars, rotary pierced or
extruded seamless tubes, bored bars, or forged hollows from
forged or rolled bar segments to be manufactured into bolts,
studs, washers, and nuts.

1.2 Several grades of steel are covered. The grade and class
shall be specified by the purchaser.

1.3 Supplementary requirements of an optional nature are
provided for use when special quality is desired. These
supplementary requirements call for additional tests to be made
and when desired shall be so stated in the order, together with
the acceptance limits required.

1.4 This specification is expressed in both inch-pound units
and in SI units. However, unless the order specifies the
applicable“ M” specification designation (SI units), the mate-
rial shall be furnished to inch-pound units.

1.5 The values stated in either inch-pound units or SI units
are to be regarded separately as standard. Within the text, the
SI units are shown in brackets. The values stated in each
system are not exact equivalents; therefore, each system must
be used independently of the other. Combining values from the
two systems may result in nonconformance with the specifi-
cation.

2. Referenced Documents

2.1 ASTM Standards:3

A 962/A 962M Specification for Common Requirements
for Steel Fasteners or Fastener Materials, or Both, Intended
for Use at Any Temperature from Cryogenic to the Creep
Range

E 45 Test Methods for Determining the Inclusion Content
of Steel

2.2 AIAG Standard:
AIAG B-5 02.00 Primary Metals Identification Tag Appli-

cation Standard4

2.3 ANSI Standards:5

B 1.1 Unified Screw Threads
B 18.2.1 Square and Hex Bolts and Screws Including Hex

Cap Screws and Lag Bolts
B 18.2.2 Square and Hex Nuts
B 18.3 Hexagon Socket and Spline Socket Screws

3. Ordering Information

3.1 Material supplied to this material specification shall
conform to Specification A 962/A 962M. These requirements
outline the testing and retesting methods and procedures,
permissible variations in dimensions, and mass, quality and
repair of defects, marking, etc.

3.2 In addition to the ordering information specified in
Specification A 962/A 962M, orders for material under this
specification shall include the following, as required, to de-
scribe the desired material adequately:

3.2.1 Condition (Section 4),
3.2.2 Heat treatment (Section 5),
3.2.3 Supplementary Requirements (S1 to S9),
3.2.4 Reports required (Section 16),
3.2.5 End use, and
3.2.6 Any special requirements.
3.3 The purchaser is referred to the listed supplementary

requirements in this specification and to the detailed require-
ments in Specification A 962/A 962M.

3.4 If the requirements of this specification are in conflict
with the requirements of Specification A 962/A 962M, the
requirements of this specification shall prevail.

4. Manufacture

4.1 The material shall be supplied hot-rolled or hot-forged
or cold-finished at the option of the producer. However, if
desired by the purchaser, cold finishing may be specified.

1 This specification is under the jurisdiction of ASTM Committee A01 on Steel,
Stainless Steel, and Related Alloys, and is the direct responsibility of Subcommittee
A01.22 on Steel Forgings and Wrought Fittings for Piping Applications and Bolting
Materials for Piping and Special Purpose Applications.
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2 For ASME Boiler and Pressure Vessel Code Applications see related Specifi-
cation SA-540 in Section II of that Code.

3 For referenced ASTM standards, visit the ASTM website, www.astm.org, or
contact ASTM Customer Service at service@astm.org. ForAnnual Book of ASTM
Standardsvolume information, refer to the standard’s Document Summary page on
the ASTM website.

4 Available from Automotive Industry Action Group, 26200 Lahser, Suite 200,
Southfield, MI 48034.

5 Available from American National Standards Institute, 11 West 42nd Street,
13th Floor, New York, NY 10036.
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*A Summary of Changes section appears at the end of this standard.
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