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INTERNATIONAL
Standard Specification for
Centrifugally Cast Carbon Steel Pipe for High-Temperature
i 1
Service
This standard is issued under the fixed designation A 660; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilonef indicates an editorial change since the last revision or reapproval.
1. Scope TABLE 1 Chemical Requirements
1.1 This specificatiohcovers carbon steel pipe made by the Composition, max,%
centrifugal casting process intended for use in high- Grade WCA Grade WCB Grade WCC
temperature, high-pressure service. Pipe ordered under thisarbon 0.254 0.30 0.252
specification shall be suitable for fusion welding, bending, andVanganese 0.70% 1.00 1.207
ther formina operations Phosphorus 0.035 0.035 0.035
0 g op . Sulfur 0.035 0.035 0.035
1.2 Several grades of carbon steels are covered. Theilicon 0.60 0.60 0.60
compositions are given in Table 1. A For each reduction of 0.01 % below the specified maximum carbon content, an

1.3 Supp|ementary requirements (S]_ to 59) of an optionahcrease of 0.04 % manganese above the specified maximum will be permitted up
H ; a maximum of 1.10 %.

natg r_e are prOVIded' The Supplementary r_eqwrements call fd? B For each reduction of 0.01 % below the specified maximum carbon content, an
additional tests to be made, and when desired shall be so statgéease of 0.04 % manganese above the specified maximum will be permitted to
in the order, together with the number of such tests requireda maximum of 1.40 %.

1.4 The values stated in inch-pound units are to be regarded
as the standard. B36.10 American Standard for Welded and Seamless
Wrought Steel Pige

2. Referenced Documents B46.1 Surface Textufe

2.1 ASTM Standards: 2.3 MSS Standards:
A 530/A 530M Specification for General Requirements for sp.54 Quality Standard for Steel Castings—Radiographic
Specialized Carbon and Alloy Steel Pipe Inspection Method

E 94 Guide for Radiographic Testihg _ _
E 114 Practice for Ultrasonic Pulse-Echo Straight-Bean3. Ordering Information

Examination by the Contact Methbd _ 3.1 Orders for material under this specification should
E 125 Reference Photographs for Magnetic Particle Indicainclude the following, as required, to describe the desired

tions on Ferrous Castinfjs material adequately:
E 142 Method for Controlling Quality of Radiographic  3.1.1 Quantity (feet, metres, or number of lengths),

Testind 3.1.2 Name of material (centrifugally cast pipe),
E 186 Reference Radiographs for Heavy-Walled (2% 4 3.1.3 Grade (Table 1),

in. (51 to 114-mm)) Steel Castirfys 3.1.4 Size (outside or inside diameter and minimum wall
E 381 Method of Macroetch Testing Steel Bars, Billets,thickness),

Blooms, and Forginjs ' ~3.1.5 Length (specific or random), (Permissible Variations
E 446 Reference Radiographs for Steel Castings up to 2 inn Length Section of Specification A 530/A 530M),

(51 mm) in Thickness 3.1.6 End finish (Ends Section of Specification A 530/
2.2 ANSI Standards: A 530M),

3.1.7 Optional Requirements (Sections 7.2, 8.2, 8.3, 11.1,
Section 12 and S1 to S9 (Supplementary Requirements),
! This specification is under the jurisdiction of ASTM Committee AO1 on Steel, 3.1.8 Test report reqU|red (Cemﬂcaﬂon Section of SpeCIfI-
Stainless Steel, and Related Alloys, and is the direct responsibility of Subcommittegation A 530/A 530M),
A01.09 on Carbon Steel Tubular Products. 3.1.9 Specification designation, and
Current edition approved Oct. 10, 1996. Published October 1997. Originally
published as A 660 — 72. Last previous edition A 660 —91a.
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