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1. Scope B36.10 Standard for Welded and Seamless Wrought Steel

1.1 This specification covers the requirements for welded _ PIPe _ _
and seamless carbon steel pipe nipples, black and zinc-coated336-19 Standard for Stainless Steel Pipe
(hot-dip galvanized), and welded and seamless austenit'§ Ordering Information
stainless steel pipe nipples in standard steel pipe sizes from o . ) )
Yeto 12 in. inclusive, in standard or special lengths. S 31 .Infqrmanon items to be considered, if appropriate, for

1.1.1 Welded Carbon SteetPipe nipples ordered under nclusion in purchase orders are as follows:
these requirements are intended for general uses, as describeg-1-1 Quantity (pieces), o
by Specification A 53. 3.1.2_ Name of material (carbon steel or austenitic stainless

1.1.2 Seamless Carbon SteePipe nipples ordered under St€€l pipe nipples) (see 4.1.1 and 4.1.2),
these requirements are intended for general and special uses, as-1-3 Method of pipe manufacture (continuous-welded,
described by the applicable Specifications A 53 and A 106 ( segléctric-resistance welded, or seamless). (see 4.1.1, Note 1),
4.1.1). 3.1.4 Type and grade (if stainless steel),

1.1.3 Austenitic Stainless SteePipe nipples ordered under ~ 3:1.5 Finish (carbon steel, black or galvanized),
these requirements are intended for high-temperature and 3.1.6 Size (nominal and weight class or schedule number as

general corrosion service, as described by Specification A 319"0Wn in Table 1, or outside diameter and nominal wall),
(see 4.1.2). 3.1.7 Length (standard or special, see 4.3),
1.1.4 The text for this specification contains notes and/or 3:1.8 Specification number,

footnotes that provide explanatory material. Such notes and 3-1.9 Certification of compliance, if required, and .
footnotes, excluding those in tables, do not contain any. 3.1.10 Special requirements or exceptions to this specifica-

mandatory language. tion. y . .
3.2 In addition, when material is purchased for agencies of
2. Referenced Documents the U.S. Government, it shall conform to the Supplementary
2.1 ASTM Standards: Requirements as defined herein when specified in the contract

A 53 Specification for Pipe, Steel, Black and Hot-Dipped,OF Purchase order.
Zinc-Coated, Welded and Seamléss :
A 106 Specification for Seamless Carbon Steel Pipe fofl' Requirements

High-Temperature Serviée 4.1 Material and Weight-Pipe nipples covered by this
A 312 Specification for Seamless and Welded AustenitiSPecification shall be made from new, pressure-tested pipe
Stainless Steel Pipes conforming to the requirements specified in 4.1.1 and 4.1.2.
2.2 American National Standards Institute Standafds: 4.1.1 Carbon Steel—Carb_on.steeI pipe nipples shall be in
B1.20.1 Pipe Threads, General Purpose accordance with the following:
Method of Pipe Manufacture Specification
Welded (Note 1) A 53
Seamless (Note 2) A 53
 This specification is under the jurisdiction of ASTM Committee AO1 on Steel, A 106

Stainless Steel and Related Alloys, and is the direct responsibility of Subcommittee

A01.09 on Carbon Steel Tubular Products. N 1—Unless otherwise specified, continuous—welded nipples are
Current edition approved Sept. 10, 2001. Published December 2001. Originally '\©'¢ + 7 P ' - PP

published as A 733 — 76. Last previous edition A 733 — 99. ¥urnished in sizes NPS 4 and under for standard and extra strong pipe, and
2 Annual Book of ASTM Standardsol 01.01. NPS 2/ and under for Schedule 160 and double extra strong pipe. Welded

3 Available from American National Standards Institute, 11 West 42nd St., 13thnipples in sizes larger than that indicated for continuous—welded are
Floor, New York, NY 10036. electric resistance welded.
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