This document is not an ASTM standard and is intended only to provide the user of an ASTM standard an indication of what changes have been madeus veesfmevBecause
it may not be technically possible to adequately depict all changes accurately, ASTM recommends that users consult prior editions as apibpeaés. dmly the current version
of the standard as published by ASTM is to be considered the official document.

[‘IM) Designation: A 778 — 00%
an’

INTERNATIONAL

Standard Specification for
Welded, Unannealed Austenitic Stainless Steel Tubular
Products *

This standard is issued under the fixed designation A 778; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilonef indicates an editorial change since the last revision or reapproval.

1. Scope

1.1 This specification covers straight seam and spiral butt seam welded unannealed austenitic stainless steel tubular products
intended for low and moderate temperatures and corrosive service where heat treatment is not necessary for corrosion resistance.
Table 1 lists the five grades covered by this specification. The user of this specification should be aware that a minimum amount
of testing and examination is required of the basic product. The user requiring additional testing or examination is referred to the
supplemental requirements or Ordering Information, or both. Users requiring a tubular product with post-weld heat treatment or
with radiographic examination are referred to Specification A 312/A 312M, A 358/A 358M, or A 409/A 409M, as applicable.

1.2 This specification covers welded unannealed tubular products 3 in. (75 mm) through 48 in. (1200 mm) in outside diameter
and in nominal wall thicknesses of 0.062 in. (1.5 mm) through 0.500 in. (12.5 mm) produced to this specification. Tubular products
having other diameters or wall thickness, or both, may be furnished provided it complies with all other requirements of this
specification.

1.3 The values stated in inch-pound units are to be regarded as the standard.

2. Referenced Documents
2.1 ASTM Standards:

1 This specification is under the jurisdiction of ASTM Committee A01 on Steel, Stainless Steel, and Related Alloys and is the direct responsibdaynofi8ae A01.10
on Stainless and Alloy Steel Tubular Products.
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