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QHIp Designation: A 148/A 148M — 01 An American National Standard

Standard Specification for
Steel Castings, High Strength, for Structural Purposes

This standard is issued under the fixed designation A 148/A 148M; the number immediately following the designation indicates the year
of original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval.
A superscript epsilone] indicates an editorial change since the last revision or reapproval.

This standard has been approved for use by agencies of the Department of Defense.

1. Scope TABLE 1 Chemical Requirements

1.1 This specification covers carbon steel, alloy steel, andr J Composition. 9%
martensitic stainless steel castings that are to be subjected {6 omposTon ©

higher mechanical stresses than those covered in Specification Sulfur, max: - Phospho-
AZIIA2TM. . . 80-40 [550-275] 0.06 0.05
1.2 Several grades of steel castings are covered, having tiggso 550-345] 0.06 0.05
chemical composition and mechanical properties prescribed ign-60 [620-415] 0.06 0.05
Table 1 and Table 2 e o
1.3 The values stated in inch-pound units or SI units are tGsy e [89;-,_79]5] 0.06 0.05
be regarded separately as standard. Within the text, the S| unitss-125 [930-860] 0.06 0.05
are shown in brackets. The values stated in each system are E jﬁg Eggg_-fggé] 8'82 8'82
exact equivalents; therefore, each system must be used indgs.150 [1140-1035] 0.020 0020
pendently o_f the other. Combining_ values from fche two systemgig-iggﬁlliééoi;%?u 8'358 g.ggg
may result in nonconformance with the specification. 210.180L [1450-1240L] 0,020 0020
260-210 [1795-1450] 0.020 0.020
2. Referenced Documents 260-210L [1795-1450L] 0.020 0.020

2.1 ASTM Standards:

A 27/A 27M Specification for Steel Castings, Carbon, for
General Applicatiof

A 370 Test Methods and Definitions for Mechanical Testing4. Ordering Information
of Steel Products

A 781/A 781M Specification for Castings, Steel and Alloy,
Common Requirements for General Industrial se

E 29 Practice for Using Significant Digits in Test Data to
Determine Conformance with Specificatiéns

A 781M, this specification shall prevail.

4.1 The inquiry and order should include or indicate the
following:

4.1.1 A description of the casting by pattern number or
drawing (dimensional tolerances shall be included on the
casting drawing),

3. General Conditions for Delivery 4.1.2 Grade of steel,

3.1 Material furnished to this specification shall conform to jii '(I?r?gOsjplgl;rr]nee?\{)aer;mf:qtfi?érﬁggts desired, including
the requirements of Specification A 781/A 781M, including he .st'andards of acceptance k
any supplementary requirements that are indicated in th}s P '
purchase order. Failure to comply with the general requires Heat Treatment
ments of Specification A 781/A 781M constitutes nonconfor-
mance with this specification. In case of conflict between th
requirements of this specification and Specification A 781

5.1 All castings shall be heat treated either by full annealing,
ormalizing, normalizing and tempering, or quenching and
tempering. Unless otherwise specified in the inquiry, contract,
or order, the castings may be heat treated by any of these heat
Lo e R ) treatments or combination of these heat treatments at the option
This specification is under the jurisdiction of ASTM Committee AO1 on Steel, f th f
Stainless Steel, and Related Alloys and is the direct responsibility of Subcommitte® the manufacturer. .
A01.18 on Castings. 5.2 Heat treatment shall be performed after the castings
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4 Annual Book of ASTM Standardgol 14.02. 6.1 Furnace temperatures for heat-treating shall be regulated
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