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This standard has been approved for use by agencies of the Department of Defense.

1. Scope * TABLE 1 Chemical Requirements

1.1 This specification covers carbon steel, alloy steel, andrade (UNS Noy Composiion. %
martensitic stainless steel castings that are to be subjected 5 ' P 2

higher mechanical stresses than those covered in Specification Sulfur, max - Phospho-
9 P rus, max
A27/A27M. '

1.2.Several grqqles of steel castings are coyered, ha\(lng t@g_ 40 [550-275] (D50400) 0.06 0.05
chemical composition and mechanical properties prescribed igb-50 [550-345] (D50500) 0.06 0.05
Table 1 and Table 2. 90-60 [620-415] (D50600) 0.06 0.05
- . . 105-85 [725-585] (D50850) 0.06 0.05
1.3 The values stated in mch—pound_ units or Sl units are tQq;5 g5 [795-655) (050950) 0.06 005
be regarded separately as standard. Within the text, the S| unitgo-115 [895-795] (D51150) 0.06 0.05
are shown in brackets. The values stated in each system are ﬁ@ggg {?33;833%](?352%) 8-82 g-gg
exact equivalents; therefore,. e_-ach system must be used iNdgy.145 [1105-1000] (D51450) 0.06 005
pendently of the other. Combining values from the two systems6s-150 [1140-1035] (D51500) 0.020 0.020
may result in nonconformance with the specification. 165-150L [1140-1035L] (D51501) 0.020 0.020
210-180 [1450-1240] (D51800) 0.020 0.020
> Ref dD t 210-180L [1450-1240L] (D51801) 0.020 0.020
- Rererenced bocuments 260-210 [1795-1450] (D52100) 0.020 0.020
2.1 ASTM Standards: 260-210L [1795-1450L] (D52101) 0.020 0.020

A 27/A 27M Specification for Steel Castings, Carbon, for
General Applicatiof

A 370 Test Methods and Definitions for Mechanical Testings. Ordering Information
of Steel Producfs

A 781/A 781M Specification for Castings, Steel and Alloy,
Common Requirements for General Industrial ¥se

E 29 Practice for Using Significant Digits in Test Data to
Determine Conformance with Specificatiéns

4.1 The inquiry and order should include or indicate the
following:

4.1.1 A description of the casting by pattern number or
drawing (dimensional tolerances shall be included on the
casting drawing),

3. General Conditions for Delivery 4.1.2 Grade of steel,

3.1 Material furnished to this specification shall conform to jii _Cr)ﬁtlons ml the s$e0|f|cat|qn, andt desired. includi
the requirements of Specification A 781/A 781M, including,, € supplementary requirements desired, including
any supplementary requirements that are indicated in thg1e standards of acceptance.
purchase order. Failure to comply with the general requires Heat Treatment
ments of_Spec.:|f|cat|o.n.A 7.81/A 781M constitutes nonconfor- 5.1 All castings shall be heat treated either by full annealing,
mance with this specification. In case of conflict between the

requirements of this specification and Specification A781{160r:1m2:|iﬁ|ng’LJ:érsr:%“tﬁgS\,izzds tigﬁsczl?r? ,thoeriguﬁi?Ch(I:r(])?wtgg
A 781M, this specification shall prevail. pering. P quiry, ’

or order, the castings may be heat treated by any of these heat
treatments or combination of these heat treatments at the option
L o o _ of the manufacturer.
This specification is under the jurisdiction of ASTM Committee AO1 on Steel, 5.2 Heat t t t shall b f d aft th ti
Stainless Steel, and Related Alloys and is the direct responsibility of Subcommittee “* eat treatment sha € periormed arter the castings

A01.18 on Castings. have been allowed to cool below the transformation range.
Current edition approved Dec. 10, 2002. Published January 2003. Originally
approved in 1955. Last previous edition approved in 2001 as A 148/A 148M — 016, Temperature Control

2 Annual Book of ASTM Standardgol 01.02. .
3 Annual Book of ASTM Standardéol 01.03. 6.1 Furnace temperatures for heat-treating shall be regulated

4 Annual Book of ASTM Standardgol 14.02. by the use of pyrometers.

*A Summary of Changes section appears at the end of this standard.
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