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1. Scope*

1.1 This specification2 covers several grades of minimum-
wall-thickness, seamless and welded, carbon and alloy-steel
tubes intended for use at low temperatures. Some product sizes
may not be available under this specification because heavier
wall thicknesses have an adverse affect on low-temperature
impact properties.

1.2 Supplementary Requirement S1 of an optional nature is
provided. This shall apply only when specified by the pur-
chaser.

NOTE 1—For tubing smaller than 1/ 2 in. [12.7 mm] in outside
diameter, the elongation values given for strip specimens in Table 1 shall
apply. Mechanical property requirements do not apply to tubing smaller
than 1/ 8 in. [3.2 mm] in outside diameter and with a wall thickness
under 0.015 in. [0.4 mm].

1.3 The values stated in either inch-pound units or SI units
are to be regarded separately as standard. Within the text, the
SI units are shown in brackets. The values stated in each
system are not exact equivalents; therefore, each system must
be used independently of the other. Combining values from the
two systems may result in nonconformance with the specifi-
cation. The inch-pound units shall apply unless the “M”
designation of this specification is specified in the order.

2. Referenced Documents

2.1 ASTM Standards:3

A 370 Test Methods and Definitions for Mechanical Testing
of Steel Products

A 1016/A 1016M Specification for General Requirements
for Ferritic Alloy Steel, Austenitic Alloy Steel, and Stain-
less Steel Tubes

E 23 Test Methods for Notched Bar Impact Testing of
Metallic Materials

3. Ordering Information

3.1 Orders for material under this specification should
include the following, as required to describe the desired
material adequately:

3.1.1 Quantity (feet, metres, or number of lengths),
3.1.2 Name of material (seamless or welded tubes),
3.1.3 Grade (Table 1),
3.1.4 Size (outside diameter and minimum wall thickness),
3.1.5 Length (specific or random),
3.1.6 Optional requirements (other temperatures, Section

13; hydrostatic or electric test, Section 15),
3.1.7 Test report required, (Certification Section of Specifi-

cation A 1016/A 1016M),
3.1.8 Specification designation, and
3.1.9 Special requirements and any supplementary require-

ments selected.

4. General Requirements

4.1 Material furnished under this specification shall con-
form to the applicable requirements of the current edition of
Specification A 1016/A 1016M, unless otherwise provided
herein.

5. Materials and Manufacture

5.1 The tubes shall be made by the seamless or automatic
welding process with no addition of filler metal in the welding
operation.

6. Heat Treatment

6.1 All seamless and welded tubes, other than Grades 8 and
11, shall be treated to control their microstructure in accor-
dance with one of the following methods:

6.1.1 Normalize by heating to a uniform temperature of not
less than 1550°F [845°C] and cool in air or in the cooling
chamber of an atmosphere controlled furnace.

6.1.2 Normalize as in 10.1.1, and, at the discretion of the
manufacturer, reheat to a suitable tempering temperature.

6.1.3 For the seamless process only, reheat and control hot
working and the temperature of the hot-finishing operation to a
finishing temperature range from 1550 to 1750°F [845 to

1 This specification is under the jurisdiction of ASTM Committee A01 on Steel,
Stainless Steel, and Related Alloys and is the direct responsibility of Subcommittee
A01.10 on Stainless and Alloy Steel Tubular Products.

Current edition approved March 1, 2004. Published April 2004. Originally
approved in 1951. Last previous edition approved in 1999 as A 334/A 334M – 99.

2 For ASME Boiler and Pressure Vessel Code applications see related Specifi-
cation SA-334 in Section II of that Code.

3 For referenced ASTM standards, visit the ASTM website, www.astm.org, or
contact ASTM Customer Service at service@astm.org. ForAnnual Book of ASTM
Standardsvolume information, refer to the standard’s Document Summary page on
the ASTM website.
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*A Summary of Changes section appears at the end of this standard.
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