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1. Scope form to the requirements of the current edition of Specification

shapes, plates, and bars of structural quality for use in rivetedvhich case this specification shall prevail.

bolted, or welded construction of buildings and for general, Materials and Manufacture
structural purposes.

1.2 Material under this specification is available in two 4-1 The steel shall be killed, and such shall be afirmed in
the test report by the inclusion of a statemenkitled stee] a

grades: -
) ) value of 0.10 % or more for silicon content, or a value of
Grade Yield Strength, Thickness .
ksi [MPa] 0.015 % or more for total aluminum content.
50 [345] 50 [345] Plates to 1 in. [25 mm] thick ] o
to 12 in. [305 mm] wide 5. Chemical Composition
Bars to 3%z in. [90 mm] .
Shapes—Groups 1 & 2 5.1 Heat Analy3|5 . .
55 [380] 55 [380] Plates to 1 in. [25 mm] thick 5.1.1 The heat analysis shall conform to the requirements
E:afsztg"s[?r?5[7rr5‘";]1nvf]'de prescribed in Table 1.
Shapes—Groups 1 & 2 5.1.2 In addition to the elements specified in Table 1, test

reports shall include for information the chemical analysis for
1.3 When the steel is to be welded, it is presupposed that eopper, columbium, chromium, nickel, molybdenum, and va-
welding procedure suitable for the grade of steel and intendedadium. When the amount of copper, chromium, nickel,
use or service will be utilized. See Appendix X3 of Specifica-molybdenum, or silicon is less than 0.02 %, the analysis may
tion A 6/A 6M for information on weldability. be reported as “<0.02 %.” When the amount of columbium or
1.4 The values stated in either inch-pound units or S| units/anadium is less than 0.008 %, the analysis may be reported as
are to be regarded as standard. Within the text, the Sl units are0.008 %.”
shown in brackets. The values stated in each system are not5.2 Product Analysis
exact equivalents; therefore, each system must be used inde-5.2.1 The steel shall conform on product analysis to the
pendently of the other. requirements of Table 1, subject to the product analysis

tolerances in Specification A 6/A 6M.
2. Referenced Documents ! pecitical

2.1 ASTM Standards: 6. Tension Test

A 6/A 6M Specification for General Requirements for 6.1 The material as represented by the test specimen shall
Rolled Structural Steel Bars, Plates, Shapes, and Sheebnform to the requirements as to the tensile properties
Piling? prescribed in Table 2.

3. General Requirements for Delivery 7. Keywords

3.1 Material furnished under this specification shall con- 7.1 bars; bolted construction; carbon; frames; metal build-
ing systems; plates; riveted construction; shapes; steel; struc-
tural steel; trusses; welded construction
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