NOTICE: This standard has either been superseded and replaced by a new version or discontinued.
Contact ASTM International (www.astm.org) for the latest information.

QH].p DESignation: A 703/A 703M — 99 An American National Standard

AMERICAN SOCIETY FOR TESTING AND MATERIALS
100 Barr Harbor Dr., West Conshohocken, PA 19428
Reprinted from the Annual Book of ASTM Standards. Copyright ASTM

Standard Specification for

Steel Castings, General Requirements, for Pressure-
Containing Parts

This standard is issued under the fixed designation A 703/A 703M; the number immediately following the designation indicates the year
of original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval.
A superscript epsilonej indicates an editorial change since the last revision or reapproval.

1. Scope A 216/A 216M Specification for Steel Castings, Carbon,
1.1 This specificatiohcovers a group of common require-  Suitable for Fusion Welding, for High-Temperature Ser-

ments that, unless otherwise specified in an individual speci- vice? o ) )
fication, shall apply to steel castings for pressure-containing A 217/A217M  Specification for Steel Castings, Martensi-

parts under each of the following ASTM specifications: tic Stainless and Alloy, for Pressure-Containing Parts
Suitable for High-Temperature Service

Title of Specification ASTM Designation . X . .
A 351/A 351M Specification for Castings, Austenitic,

Stefel Cas:]ings, Carbon, ?Suitable for Fusion Welding A 216/A 216M3 Austenitic-Ferritic (Dup|ex), for Pressure-Containing
or High-Temperature Service

Steel Castings, Martensitic Stainless and Alloy, for A 217/A 217TM3 Parts . . . ..
Pressure-Containing Parts Suitable for High- A 352/A 352M Specification for Steel Castings, Ferritic
Temperature Service and Martensitic, for Pressure-Containing Parts, Suitable

; - . 3 >

Stegler(\lli:s;mgs, Austenitic, for High-Temperature A 351/A 351M for Low-Temperature Serviée

Steel Castings, Ferritic and Martensitic, for Pressure- A 352/A 352M3 A 370 Test Methods and Definitions for Mechanical Testing
Containing Parts Suitable for Low-Temperature of Steel Products
Service s . :

Steel Castings, Alloy, Specially Heat-Treated, for A 389/A 389M° A 389/A 389M Specmcatlon for Steel Castmgs, AIon,
Pressure-Containing Parts, Suitable for High- Specially Heat-Treated, for Pressure-Containing Parts,
Temperature Service Suitable for High-Temperature Service

i i i 3 .pe B B .
Steel Castings Suitable for Pressure Service A 487/A 487TM A 487/A 487M Specmcatlon for Steel Castlngs Suitable

1.2 This specification also covers a group of supplementary  for Pressure Serviée
requirements which may be applied to the above specifications A 488/A 488M Practice for Steel Castings, Welding, Quali-
as indicated therein. These are provided for use when addi- fication of Procedures and Persoriel
tional testing or inspection is desired and apply only when A 609/A 609M Practice for Castings, Carbon, Low-Alloy,
specified individually by the purchaser in the order. and Martensitic Stainless Steel, Ultrasonic Examination
1.3 In case of conflict between the requirements of the Thereof
individual specification and this general specification, the A 751 Test Methods, Practices, and Terminology for
former shall prevail. Chemical Analysis of Steel Produtts
1.4 The values stated in either inch-pound units or Sl units A 800/A 800M Practice for Steel Castings, Austenitic Al-
are to be regarded separately as standard. Within the text, the oy, Estimating Ferrite Content Theréof
Sl units are shown in brackets. The values stated in each A 802/A 802M Practice for Steel Castings, Surface Accep-
system are not exact equivalents; therefore, each system must tance Standards, Visual Examination
be used independently of the other. Combining values from the A 919 Terminology Relating to Heat Treatment of Metals
two systems may result in nonconformance with the specifi- E 29 Practice for Using Significant Digits in Test Data to
cation. Inch-pound units are applicable for material ordered to  Determine Conformance With Specificatibns
Specification A703 and S| units for material ordered to E 94 Guide for Radiographic Testifig

Specification A 703M. E 125 Reference Photographs for Magnetic Particle Indica-
tions on Ferrous Castings
2. Referenced Documents E 165 Test Method for Liquid Penetrant Examinafion
2.1 ASTM Standards: E 186 Reference Radiographs for Heavy-Walled (2% 4

_— in. (51 to 114-mm)) Steel Castirfys

1 This specification is under the jurisdiction of ASTM Committee A-1 on Steel, E 208 Test Method for Conducting Drop-Weight Test to
Stainless Steel, and Related Alloys and is the direct responsibility of Subcommittee
A01.18 on Castings. —
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