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Standard Specification for
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Temperatures *
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1. Scope TABLE 1 Common Tubular Fittings Sizes, Outside Diameter ~ #

1.1 This specification covers five grades of as-welded,

. . _h in. [mm] in. [mm]
wrought austenitic stainless steel fittings for low-pressure
piping and intended for low and moderate temperatures an ]/[Z%O] 112:/‘{[335255]]
general corrosive service. Users should note that certaim [100] 16 [405]
corrosive conditions may restrict the use of one or more grades#z [115] 18 [460]
For applications requiring a product that requires heat treat—gsfslff;()] o {218}
ment or full pressure rating refer to Specification A 403/ s [205] 30 [760]
A 403M. The term “fittings” applies to butt and socket welding 8% [220] 36 [915]
parts such as 45° and 90° elbows, tees, reducers, wyes, later [42[23]5] ig Eg%
crosses, and stub ends. 12 [305] 48 [1220]

1.2 This SpeCiﬁcation covers as-welded ﬁttings 3 tthUgh 48 a Other sizes may be furnished provided they comply with all other requirements
in. [75 through 1225 mm] in outside diameter and in nominalof this specification.
wall thicknesses 0.062 through 0.500 in. [1.6 through 12.7
mm]. Table 1 and Table 2 list the common diameters and TABLE 2 Common Tubular Fittings Nominal Thicknesses ~ “
nominal thicknesses of fittings in this specification.

1.3 This specification does not apply to cast fittings. Cast in. or gage in. [mm]
austenitic steel fittings are covered by Specification A 35146 gage 0.062 [1.6]
AISIM, 14 ee e =

1.4 Optional supplementary requirements are provided fof1 gage 0.125 (3.2]
fittings where a greater degree of examination is desired. Thede gage 0.140 [3.6]
supplementary requirements call for additional tests. Whep? %% oz {jﬁg
desired, one or more of these may be specified in the order.y, in. 0.250 [6.4]

1.5 This specification is expressed in both inch-pound unitg:s in. 0.312 (8.0]
and in S| units. However, unless the order specifies thg ™ o3 [1[33

a.pp“cable M S.peCIflcatlpn de5|gnat|on_ (SI UﬂItS), the mate- A Other thicknesses may be furnished provided they comply with all other
rial shall be furnished to inch-pound units. requirements of this specification.

1.6 The values stated in either inch-pound units or Sl units
are to be regarded separately as standard. Within the text, ti8pecification A 960, the following list of standards apply to
S| units are shown in brackets. The values stated in eacthis specification:
system are not exact equivalents; therefore, each system must2.2 ASTM Standards:
be used independently of the other. Combining values from the A 240 Specification for Heat- Resisting Chromium and
two systems may result in nonconformance with the specifi- Chromium-Nickel Stainless Steel Plate, Sheet, and Strip
cation. for Pressure Vesséls
A 351/A 351M Specification for Castings, Austenitic,
2. Referenced Documents Austenistic-Ferritic (Duplex), for Pressure-Containing

2.1 In addition to those reference documents listed in  Part$

A 403 Specification for Wrought Austenitic Stainless Steel

! This specification is under the jurisdiction of ASTM Committee AO1 on Steel, Pipe Flttlng§
Stainless Steel, and Related Alloys and is the direct responsibility of Subcommittee
A01.22 on Steel Forgings and Wrought Fittings for Piping Applications and Bolting—————————
Materials for Piping and Special Purpose Applications . 2 Annual Book of ASTM Standardgol 01.03.
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