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Standard Specification for
Seamless Copper Tube, Bright Annealed [Metric] 1

This standard is issued under the fixed designation B 68M; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilon (e) indicates an editorial change since the last revision or reapproval.

1. Scope *

1.1 This specification establishes the requirements for bright
annealed seamless copper tube suitable for use in refrigeration,
oil lines, gasoline lines, and so forth, where tube with an
interior surface essentially free from scale and dirt is required.

1.1.1 Tubes made from any of the following Copper UNS
No. designations shall be supplied, unless otherwise specified
in the contract or purchase order:

Copper UNS No.2 Type of Copper

C10200 Oxygen-free without residual deoxidants
C10300 Oxygen-free, extra low phosphorus
C10800 Oxygen-free, low phosphorus
C12000 Phosphorus deoxidized, low residual phosphorus
C12200 Phosphorus deoxidized, high residual phosphorus

1.2 Values stated in SI units are the standard.
1.3 This specification is the companion to inch-pound

Specification B 68.
1.4 The following hazard statement pertains only to the test

method described in Sections 20.5 and 21.2.6 of this specifi-
cation: This standard does not purport to address all of the
safety concerns, if any, associated with its use. It is the
responsibility of the user of this standard to establish appro-
priate safety and health practices and determine the applicabil-
ity of regulatory limitations prior to use.

2. Referenced Documents

2.1 ASTM Standards:
B 68 Specification for Seamless Copper Tube, Bright An-

nealed3

B 153 Test Method for Expansion (Pin Test) of Copper and
Copper-Alloy Pipe and Tubing3

B 251M Specification for General Requirements for
Wrought Seamless Copper and Copper-Alloy Tube [Met-
ric]3

B 577 Test Methods for Detection of Cuprous Oxide (Hy-
drogen Embrittlement Susceptibility) in Copper3

B 601 Practice for Temper Designations for Copper and

Copper Alloys—Wrought and Cast3

E 3 Practice for Preparation of Metallographic Specimens4

E 8M Test Methods for Tension Testing of Metallic Mate-
rials [Metric]4

E 29 Practice for Using Significant Digits in Test Data to
Determine Conformance with Specifications5

E 53 Methods for Chemical Analysis of Copper6

E 62 Test Methods for Chemical Analysis of Copper and
Copper Alloys (Photometric Methods)6

E 112 Test Methods for Determining the Average Grain
Size4

E 243 Practice for Electromagnetic (Eddy-Current) Exami-
nation of Copper and Copper-Alloy Tubes7

E 255 Practice for Sampling Copper and Copper Alloys for
Determination of Chemical Composition6

E 527 Practice for Numbering Metals and Alloys (UNS)8

3. Terminology

3.1 Definitions:
3.1.1 bright anneal, n—a thermal treatment carried out in a

controlled atmosphere so that surface oxidation is reduced to a
minimum and the surface remains relatively bright.

3.2 Definitions of Terms Specific to This Standard:
3.2.1 unaided eye, n—without visual enhancement; how-

ever, corrective spectacles necessary to obtain normal vision
shall be permitted.

3.2.2 capable of—the test need not be performed by the
producer of the material. However, should subsequent testing
by the purchaser establish that the material does not meet these
requirements, the material shall be subject to rejection.

4. Ordering Information

4.1 Include the following information in order for products.
4.1.1 ASTM designation and year of issue (for example,

B 68M – 95),
4.1.2 UNS copper number (for example, C10200),
4.1.3 Temper (Section 7),
4.1.4 Dimensions, diameter and wall thickness (Section 12),
4.1.5 How furnished: straight lengths or coils,

1 This specification is under the jurisdiction of ASTM Committee B-5 on Copper
and Copper Alloys and is the direct responsibility of Subcommittee B05.04 on Pipe
and Tube.

Current edition approved Sept. 10, 1999. Published December 1999. Originally
published as B 68M – 84. Last previous edition B 68M – 95.

2 Refer to Practice E 527 for explanation of unified numbering system (UNS).
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*A Summary of Changes section appears at the end of this standard.
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