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This standard is issued under the fixed designation B 101; the number immediately following the designation indicates the year of
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This standard has been approved for use by agencies of the Department of Defense.

1. Scope

1.1 This specification establishes the requirements for lead-
coated rolled copper sheet and strip in flat lengths (or in coils)
in ounce-weight thicknesses for roofing, flashing, gutters,
downspouts, and for the general sheet metalwork in building
construction. The lead coating is applied by hot dipping.

1.2 Materials made to this specification are not intended for
electrical applications.

1.3 The values stated in inch-pound units are to be regarded
as the standard. The values given in parentheses are for
information only.

NOTE 1—A companion specification for copper sheet and strip for
building construction is Specification B 370.

1.4 The following hazard caveat pertains to the test method
portion, Section 15, of this specification. This standard does
not purport to address all of the safety concerns, if any,
associated with its use. It is the responsibility of the user of this
standard to establish appropriate safety and health practices
and determine the applicability of regulatory limitations prior
to use.

2. Referenced Documents

2.1 The following documents of the issue in effect on the
date of material purchase form a part of this specification to the
extent referenced herein.

2.2 ASTM Standards:
B 248 Specification for General Requirements for Wrought

Copper and Copper-Alloy Plate, Sheet, Strip and Rolled
Bar2

B 370 Specification for Copper Sheet and Strip for Building
Construction2

B 601 Practice for Temper Designations for Copper and
Copper Alloys—Wrought and Cast2

E 37 Test Methods for Chemical Analysis of Pig Lead3

E 46 Test Methods for Chemical Analysis of Lead- and
Tin-Base Solders3

E 478 Test Methods for Chemical Analysis of Copper
Alloys3

3. Terminology

3.1 Definitions:
3.1.1 coil—a length of the product wound into a series of

connected turns.
3.1.1.1 Discussion—The unqualified term “coil” as applied

to “flat product” usually refers to a coil in which the product is
spirally wound, with the successive layers on top of one
another. (Sometimes called a “roll”.)

3.1.2 lead-coated copper sheet (for building
construction)—a rolled flat product over 24 in. (610 mm) in
width and of ounce-weight thickness from 8 (226.7) to 48 oz
(1361 g), furnished in flat lengths of not over 10 ft (3.1 m).

3.1.3 lead-coated strip (for building construction)—a rolled
flat product up to and including 24 in. (610 mm) in width and
of ounce-weight thickness from 8 oz (227 g) to 48 oz (1361 g).

3.1.3.1 Discussion—Strip shall be furnished in flat lengths
of not over 10 ft (3.1 m) or in rolls of one single continuous
length of not less than 25 ft (7.6 m) wound into a cylindrical
spiral.

3.1.4 lengths—straight pieces of the product.
3.1.4.1 ends—straight pieces, shorter than the nominal

length, left over after cutting the product into mill lengths,
stock lengths or specific lengths. They are subject to minimum
length and maximum weight requirements.

3.1.4.2 lengths, mill—straight lengths, including ends, that
are conveniently manufactured in the mills.

3.1.4.3 Discussion—Full length pieces are usually 8, 10, or
12 ft (2.44, 3.05, or 3.66 m) and subject to established length
tolerances.

3.1.4.4 lengths, specific—straight lengths that are uniform
in length, as specified, and subject to established length
tolerances.

3.1.4.5 lengths, stock—straight lengths that are mill cut and
stored in advance of orders.

3.1.4.6 Discussion—They are usually 8, 10, or 12 ft (2.44,
3.05 or 3.66 m) and subject to established length tolerances.

3.1.5 ounce-weight—the weight of uncoated copper sheet or

1 This specification is under the jurisdiction of Committee B-5 on Copper and
Copper Alloys and is the direct responsibility of Subcommittee B05.01 on Plate,
Sheet, and Strip.
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