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Standard Specification for

Cartridge Brass Cartridge Case Cups *

This standard is issued under the fixed designation B 129; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilonej indicates an editorial change since the last revision or reapproval.

1. Scope * 4.1.2 Type (Section 1),

1.1 This specification establishes the requirements for an- 4-1.3 Grain size (Section 7),
nealed cartridge brass cups produced of Copper Alloy UNS 4-1.4 Dimensions and tolerances (see 8.1),
No. C26000 for processing into cartridge cases of the follow- 4-1.5 Drawing number_to \{VhICh order applies (see_8.1), and
ing types: 4.1.6 When the material is purchased for agencies of the
1.1.1 Type | for small arms cartridge case cups, and U.S. Government, (see Supplementary Requirements section).
1.1.2 Type ||, for artillery cartridge case cups.
1.2 The values stated in inch-pound units are the standard, )
except for grain size, which is given in S| units. Values in -1 Material:

. Material and Manufacture

parentheses are for information only. 5.1.1 The material of manufacture shall be annealed plate,
sheet, strip, or disks of wrought Alloy UNS No. C26000
2. Referenced Documents processed to produce even-topped cups.
2.1 ASTM Standards: 5.2 Manufacture
B 601 Practice for Temper Designations for Copper and 5-2-1 The material shall be blanked and cupped to meet the
Copper Alloys—Wrought and Cést cup dimensions specified, and subsequently annealed. The

E 3 Practice for Preparation of Metallographic Speciriensannealed cups shall be pickled, washed, and dried.

E 29 Pra_ctlce for Using Slgnlflcant I_D_|g|ts in Test Data to 6. Chemical Composition
Determine Conformance with Specificatfon . .

E 112 Test Methods for Determining Average Grain 3ize ~ 6-1 The material shall conform to the requirements pre-

E 255 Practice for Sampling Copper and Copper Alloys forScibed in Table 1.

Determination of Chemical Composition 6.2 Limits may be established and analysis required for
E 478 Test Methods for Chemical Analysis of Copperunnamed elements by agreement between manufacturer and
Alloys® purchaser.
6.3 Either copper or zinc may be taken as the difference
3. Terminology between the sum of all elements analyzed and 100 %. When all
3.1 Definitions: elements in Table 1 are analyzed, their sum shall be 99.7 %

3.1.1 blank (blanking) n—a piece of metal removed from Min.
sheefc or strip, mt_ended for subsequent fabrication such 3% Grain Size of Annealed Tempers
cupping and drawing. . i

3.1.2 cup (cupping)n—a shallow cylindrical shell closed at 7.1 Unl_ess there is a prior agreement between the purcha_ser
one end, normally intended for further fabrication, formed@nd supplier, the grain size for 0.30, 0.45, and 0.50 calibers will

from a blank. be produced to the grain size requirements specified in Table 2.
7.1.1 Grain size ranges other than those specified in Table 2
4. Ordering Information shall be established by agreement between manufacturer and
4.1 Orders of product under this specification should in-Purchaser. _
clude the following information: 7.1.2 Grain size ranges for other cups shall be established by
4.1.1 ASTM designation and year of issue, agreement between manufacturer and purchaser.

8. Dimensions and Permissible Variations

* This specification is under the jurisdiction of ASTM Committee B-5 on Copper 8.1 All dimensions and tolerances of cups shall be as
gr;]:;o;)r?:rs,?::gys and is the direct responsibility of Subcommittee B05.01 on P'aterndicated on the drawings furnished with the purchase order or
Current edition approved April 10, 1996. Published June 1996. Originally CONtract.
published as B 129 — 40 T. Last previous edition B 129 — 88.

2 Annual Book of ASTM Standatdéol 02.01. 9. Workmanship, Finish, and Appearance

3 - . .

aﬁgzﬂz: Sggt g; ﬁgm g:gzgggﬁ gi'gé' 9.1 The cups shall be uniform in quality and shall be free of
5 Annual Book of ASTM Standardéol 03.05. oil, grease, oxidation, stains, scale, chips, acid, dirt or grit,

*A Summary of Changes section appears at the end of this standard.



