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This standard is issued under the fixed designation B 366; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilone} indicates an editorial change since the last revision or reapproval.

1. Scope
1.1 This specification covers wrought welding fittings for

pressure piping, factory-made from nickel and nickel alloys.

N06600, N06601, N06690, N06025, and N06045) and
Nickel-Chromium-Cobalt-Molybdenum Alloy (UNS
N06617) Seamless Pipe and Tébe

Threaded fittings as covered in ASME B16.11 are also covered B 168 Specification Nickel-Chromium-iron Alloys UNS

by this specification. The term welding applies to butt-welding

N06600, N06601, N06603, N06690, N06025, and N06045

or socket-welding parts such as 45 and 90° elbows, 180° bends, and Nickel-Chromium-Cobalt-Molybdenum: Alloy UNS
caps, tees, reducers, lap-joint stub ends, and other types, as N06617 Plate, Sheet, and Stip

covered by ASME B16.9, ASME B16.11, ASME B16.28, MSS
SP-43, MSS SP-95, and MSS SP-97.

B 333 Specification for Nickel-Molybdenum Alloy Plate,
Sheet, and Strfp

1.1.1 Class WP fittings are those manufactured to the B 335 Specification for Nickel-Molybdenum Alloy Réd

requirements of ASME B16.9, B16.11, or B16.28.

1.1.2 Class CR fittings are those manufactured to the

requirements of MSS SP-43.
1.2 This specification does not apply to cast welding fit-
tings.

1.3 Optional supplementary requirements are provided for =P
fittings where a greater degree of examination is desired. These B 423 Specification
supplementary requirements call for additional tests. When

desired, one or more of these may be specified in the order.

B 407 Specification for Nickel-Iron-Chromium Alloy
Seamless Pipe and Tube

B 408 Specification for Nickel-lIron-Chromium Alloy Rod
and Baf

B 409 Specification for Nickel-Iron-Chromium Alloy Plate,
Sheet, and Strip

for Nickel-Iron-Chromium-

Molybdenum-Copper Alloy (UNS N08825 and N08221)

Seamless Pipe and Tuhe

1.4 The values stated in inch-pound units are to be regarded B 424 Specification for Ni-Fe-Cr-Mo-Cu Alloy (UNS
as the standard. The values given in parentheses are for NO08825 and UNS N08221) Plate, Sheet, and Strip

information only.

2. Referenced Documents

2.1 ASTM Standards:

B 127 Specification for Nickel-Copper Alloy (UNS
NO04400) Plate, Sheet, and Stip

B 160 Specification for Nickel Rod and Bar

B 161 Specification for Nickel Seamless Pipe and Fube

B 162 Specification for Nickel Plate, Sheet, and Strip

B 164 Specification for Nickel-Copper Alloy Rod, Bar, and
Wire?

B 165 Specification for Nickel-Copper Alloy (UNS
N04400) Seamless Pipe and Tébe

B 166 Specification for Nickel-Chromium-Iron Alloys
(UNS N06600, N06601, N06603, N06690, N06025, and
NO06045) and Nickel-Chromium-Cobalt-Molybdenum Al-
loy (UNS N06617) Rod, Bar, and Wite

B 167 Specification for Nickel-Chromium-Iron Alloy (UNS
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B 425 Specification for Ni-Fe-Cr-Mo-Cu Alloy (UNS
N08825 and UNS N08221) Rod and Bar

B 434 Specification for Nickel-Molybdenum-Chromium-
Iron Alloys (UNS N10003, UNS N10242) Plate, Sheet,
and Strig

B 435 Specification for UNS N06002, UNS N06230, and
UNS R30556 Plate, Sheet, and Strip

B 443 Specification for Nickel-Chromium-Molybdenum-
Columbium Alloy (UNS N06625) and Nickel-Chromium-
Molybdenum-Silicon Alloy (UNS N06219) Plate, Sheet,
and Strig

B 444 Specification for Nickel-Chromium-Molybdenum-
Columbium Alloy (UNS NO06625) and Nickel-Chromium-
Molybdenum-Silicon Alloy (UNS NO06219) Pipe and
Tubé

B 446 Specification for Nickel-Chromium-Molybdenum-
Columbium Alloy (UNS N06625) and Nickel-Chromium-
Molybdenum-Silicon Alloy (UNS N06219) Rod and Bar

B 462 Specification for Forged or Rolled UNS N06030,
UNS N06022, UNS N06200, UNS N08020, UNS N08024,
UNS N08026, UNS N08367, UNS N10276, UNS N10665,
UNS N10675 and UNS R20033 Alloy Pipe Flanges,
Forged Fittings, and Valves and Parts for Corrosive High-
Temperature Serviée



