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This standard is issued under the fixed designation B 403; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilon (e) indicates an editorial change since the last revision or reapproval.

This standard has been approved for use by agencies of the Department of Defense.

1. Scope*

1.1 This specification covers magnesium-alloy investment castings designated as shown in Table 1. Note 1—The values stated
in inch-pound units are to be regarded as the standard. The SI values in parentheses are for information only.

1.2 Alloy designations are in accordance with Practices B 275 and E 527; temper designations are in accordance with Practice
B 296.

1.3 The values stated in inch-pound units are to be regarded as the standard. The SI values in parentheses are for information
only.

2. Referenced Documents

2.1 The following documents of the issue in effect on the date of order acceptance form a part of this specification to the extent
referenced herein:

2.2 ASTM Standards:

1 This specification is under the jurisdiction of ASTM Committee B-7 B07 on Light Metals and Alloys and is the direct responsibility of Subcommittee B07.04 on
Magnesium Alloy Cast and Wrought Products.

Current edition approved April Apr. 10, 1996. 2002. Published June l996. 2002. Originally published as B 403 – 63 T. Last previous edition B 403 – 906.
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This document is not an ASTM standard and is intended only to provide the user of an ASTM standard an indication of what changes have been made to the previous version. Because
it may not be technically possible to adequately depict all changes accurately, ASTM recommends that users consult prior editions as appropriate. Inall cases only the current version
of the standard as published by ASTM is to be considered the official document.

*A Summary of Changes section appears at the end of this standard.

Copyright © ASTM International, 100 Barr Harbor Drive, PO Box C700, West Conshohocken, PA 19428-2959, United States.


