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This standard is issued under the fixed designation B 572; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilonef indicates an editorial change since the last revision or reapproval.

1. Scope Determine Conformance with Specificatiéns

1.1 This specificatioch covers alloys UNS N06002, UNS E 55 Practice for Sampling Wrought Nonferrous Metals and
N06230, UNS N12160, and UNS R30556* in the form of rod ~_Alloys for Determination of Chemical Compositidn
for heat resisting and general-corrosive service. E 1473 Test M_ethods for Chemical Analysis of Nickel,

1.2 The following products are covered under this specifi-  Cobalt, and High-Temperature Alldys
cation:

1.2.1 Rods¥1s to %4 in. (7.94 to 19.05 mm) exclusive in L . )
diameter, hot or cold finished, solution-annealed, and pickled 3-1 Definitions of Terms Specific to This Standard: _
or mechanically descaled. 3..1.1rod—product of round solid section furnished in

1.2.2 Rods¥ to 3% in. (19.05 to 88.9 mm) inclusive in Straight lengths.
diameter, hot or cold finished, solution annealed, ground, op. Ordering Information

turned. . e .
1.3 The values stated in inch-pound units are to be regarded 41 1t is the responsibility of the purchaser to specify all

as the standard. The values given in parentheses are ffpduirements that are necessary for material ordered under this
information only. specification. Examples of such requirements include, but are

1.4 This standard does not purport to address all of theNOt limited to the following:
safety concemns, if any, associated with its use. It is the 4-1-1Alloy. o
responsibility of the user of this standard to become familiar 4-1.2 Dimensionslominal diameter and length. The shortest
with all hazards including those identified in the appropriate US€able multiple length should be specified (Table 1).
Material Safety Data Sheet for this product/material as pro- 4.1.3.Cert|f|qat|on—8t§te if certification or a report of test
vided by the manufacturer, to establish appropriate safety anf€sSults is required (Section 16).

health practices, and determine the applicability of regulatory . 4-1-4 Purchaser Inspection-State which tests or inspec-
limitations prior to use. tions are to be witnessed (Section 13).

4.1.5 Samples for Product (Check) AnalysiState whether
2. Referenced Documents samples should be furnished (9.2.2).

2.1 ASTM Standards:

e . . 5. Chemical Composition
B 880 Specification for General Requirements for ChemlcaF _p .
Check Analysis Limits for Nickel, Nickel Alloys and 5.1 The material shall conform to the requirements as to
Cobalt Alloys chemical composition prescribed in Table 2.

E 8 Test Methods for Tension Testing of Metallic Materfals _ -2 If @ product (check) analysis is made by the purchaser,
E 29 Practice for Using Significant Digits in Test Data to the material shall conform to the requirements specified in
Table 2 subject to the permissible tolerances in Specification

B 880.

3. Terminology

1 This specification is under the jurisdiction of ASTM Committee B02 on ; ;
Nonferrous Metals and Alloys and is the direct responsibility of Subcommittee6' Mechanical and .Othel’ ReqU{rements )
B02.07 on Refined Nickel and Cobalt and Their Alloys. 6.1 The mechanical properties of the material at room

Current edition approved June 10, 2003. Published July 2003. Originallytemperature shall conform to those shown in Table 3.

approved in 1972. Last previous edition approved in 1998 as B 572 - 98a. . .
2 For ASME Boiler and Pressure Vessel Code applications see related Specifi- 6.2 Grain Size—Annealed a”Oy (UNS N12160) shall con-

cation SB-572 in Section Il of that Code. form to an average grain size of ASTM Number 5 or coarser.
* New designation established in accordance with ASTM E 527 and SAE J1086,

Practice for Numbering Metals and Alloys (UNS). -
2 Annual Book of ASTM Standardéol 02.04. 5 Annual Book of ASTM Standardéol 14.02.
4 Annual Book of ASTM Standardgol 03.01. ¢ Annual Book of ASTM Standardgol 03.05.
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