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1. Scope

1.1 This practice defines the terminology in general use for
indicating the temper of copper and copper alloy products. The
designations used in ASTM specifications under the jurisdic-
tion of Committee B-5 will conform to this practice.

1.2 It defines the terminology of the processes that produce
the tempers and the observable changes in the product that
result from the processes.

1.3 It establishes an alphanumeric code for use in designat-
ing the product tempers.

1.3.1 The letters in the code identify the type of process
used to produce the product temper. For example, “H” indi-
cates a temper resulting from cold working. These letters are
frequently the same as those used in temper systems of other
metals, and are applied to copper products in accordance with
this practice.

1.3.2 The numbers in the code were chosen subjectively for
general tempers, and objectively to indicate grain size for
annealed tempers or reductions for cold-worked tempers.

1.4 The use of this code is recommended for all product
tempers in specifications and published data. Its use will
simplify the presentation of property data when in tabular
form.

1.5 The property requirements for the tempers are given in
applicable product specifications.

1.6 Where the word “product” is used, it means a copper or
copper alloy product.

1.7 This standard does not purport to address all of the
safety concerns, if any, associated with its use. It is the
responsibility of the user of this standard to establish appro-
priate safety and health practices and determine the applica-
bility of regulatory limitations prior to use.

2. Terminology

2.1 Definitions:
2.1.1 temper—the metallurgical structure and properties of

a product resulting from thermal or mechanical processing
treatments.

2.2 Basic Processes Used to Produce the Different Tem-
pers:

2.2.1 anneal (annealing)—a thermal treatment to change
the properties or grain structure of the product.

2.2.1.1 When applied to a cold-worked product having a
single phase; to produce softening by recrystallization or
recrystallization and grain growth, with the accompanying
changes in properties.

2.2.1.2 When applied to a product having two or more
phases: to produce softening by changes in phase relationships
which may include recrystallization and grain growth.

2.2.2 cold work—controlled mechanical operations for
changing the form or cross section of a product and for
producing a strain-hardened product at temperatures below the
recrystallization temperature.

2.2.3 drawn stress relieved (DSR)—a thermal treatment of a
cold-drawn product to reduce residual stress variations, thus
reducing susceptibility of product to stress corrosion or season
cracking, without significantly affecting its tensile strength or
microstructure.

2.2.4 hot working—controlled mechanical operations for
shaping a product at temperatures above the recrystallization
temperature.

2.2.5 order strengthening—a thermal treatment of a cold-
worked product at a temperature below its recrystallization
temperature causing ordering to occur to obtain an increase in
yield strength.

2.2.6 precipitation heat treatment—a thermal treatment of a
solution heat-treated product to produce property changes such
as hardening, strengthening, and conductivity increase by
precipitation of constituents from the supersaturated solid
solution. This treatment has also been called “age hardened”
and “precipitation hardened.”

2.2.7 quench hardening—a treatment for copper-aluminum
alloy products consisting of heating above the betatizing
temperature followed by quenching to produce a hard marten-
sitic structure.

2.2.8 solution heat treatment—a thermal treatment of a
product to put alloying elements into solution in the base metal
by heating into the temperature range of solid solubility,
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