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UNS N08904, UNS N08925, and UNS N08926 Seamless Pipe
and Tube?
This standard is issued under the fixed designation B 677; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilonef indicates an editorial change since the last revision or reapproval.

1. Scope

1.1 This specification covers UNS N08904, UNS N08925, and UNS N08926* seamless, cold-worked or hot-finished pipe anc
tube intended for general corrosive service.

1.2 The values stated in inch-pound units are to be regarded as the standard.

1.3 This standard does not purport to address all of the safety concerns, if any, associated with its use. It is the responsibility
of the user of this standard to become familiar with all hazards including those identified in the appropriate Material Safety Data
Sheet for this product/material as provided by the manufacturer, to establish appropriate safety and health practices, and determine
the applicability of regulatory limitations prior to use.

2. Referenced Documents
2.1 ASTM-Standards:
A-450/A450M-Specification Standards:

! This specification is under the jurisdiction of ASTM Committee B-2 BO2 on Nonferrous Metals and Alloys and is the direct responsibility of Sube@omde on
Refined Nickel and Cobalt and Their Alloys.
Current edition approvee-vay-1+6--+999. Feb. 1, 2004. Published-3une 1999. February 2004. Griginatly-publishee-asB 677 — 80. approved in 198fud aditjmev

approved in 1999 as B 677 —979.
* New designation established in accordance with ASTM E 527 and SAE J1086, Recommended Practice for Numbering Metals and Alloys (UNS).

Copyright © ASTM International, 100 Barr Harbor Drive, PO Box C700, West Conshohocken, PA 19428-2959, United States.



