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INTERNATIONAL

Standard Guide for
Determination of Sodium and Potassium Content For Silver-
Cadmium Oxide Contact Materials *

This standard is issued under the fixed designation B 712; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilonef indicates an editorial change since the last revision or reapproval.

1. Scope procedures cite methods for minimizing extraneous sodium
1.1 This guide describes procedures for use in conducting"d potassium contamination through use of specific handling
analysis of silver-cadmium oxide materials for sodium andProcedures and shorter sample preparation methods. This guide
potassium content. The exact methods for the performance @SC recommends procedures that prevent the formation of
this testing are not stated since many different procedures aftonstable and potentially hazardous silver-acetylene com-

equally applicable. This guide points out specific procedure§0ounds.
for decreasing the chance of recognized potential errors an&i Precautions
specifies methods for increasing the sensitivity of the testing. i ) ) ) )

1.2 This standard may involve hazardous materials, opera- 4.1 Since S|Ive.r nitrate reacts W|th acetylene to form silver
tions, and equipment. This standard does not purport td@\petyllde, the guide recommends _elther alternatl\{e flames to
address all of the safety problems associated with its use. It i@iT-acetylene or the removal of silver from solution. Silver
the responsibility of whoever uses this standard to consult angCcetylide is unstable and may explode violently upon being
establish appropriate safety and health practices and deterdisturbed.
mine the applicability of regulatory limitations prior to use. 5. Sampling
For specific precautions see Sections 4 and 6. . o

1.3 Whoever uses this standard should consult the Material °-1 Handle the sample so as to avoid contamination by
Safety Data Sheet concerning the products involved. sodium and potassium; avoid contact with hands.

2. Referenced Documents 6. Procedures
2.1 ASTM Standards: 6.1 First clean the sample in nitric acid and distilled or

E 50 Practices for Apparatus, Reagents, and Safety Precafiéionized water to remove extraneous surface contamination.
tions for Chemical Analysis of Metds Test powder samples as received. Then store the samples in

E 663 Practice for Flame Atomic Absorption Analysis such a manner as to minimize contamination.
22 Other Document: 6.2 Use a sample size of approximgtlg ormore for each

Operation Guide for Chemical Analysis of Metals and test: . - .
Metal Bearing Ores by Atomic Absorption Spectropho- 6.3 Handle the samples with gloves and utensils, never with

tometry? bare hands. _ _
6.4 The use of TFE-fluorocarbon or other suitable substi-
3. Significance and Use tutes for glassware is recommended. If glass is used, aged glass

3.1 This guide is recommended for use in analyzing thd@ther than new glass is recommended. Clean the glassware
sodium and potassium content of silver-cadmium oxide mate?ith ammonia and rinse with deionized water. Avoid the use of

rials and is meant to be used in conjunction with standardl€tergents.

methods of atomic absorption spectroscopy. The recommended®:> Calibrate the instrument and determine the optimum
calibration-solution concentration in accordance with Practice

E 663 and other standards as cited in Section 2.
*This test method is under the jurisdiction of ASTM Committee B-2 on 6.6 Fully dissolve the sample in a nitric acid solution in
Nonferrous Metals and Alloys and is the direct responsibility of Subcommitteegccordance with standard procedures and concentrations rec-

B2.05 on Precious Metals. . . .
Current edition approved Aug. 15, 1993. Published October 1993. OriginallyOmmended for the atomic absorptlon procedures and instru-

published as B 712 — 82. Last previous edition B 712 — 82 (1988). ments used. Also prepare a reagent blank.
2 Annual Book of ASTM Standardgl 03.05.
2 Annual Book of ASTM Standardggl 03.06.
41982 Annual Book of ASTM Standards, Part 12 (see Related Materials

Section).
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