This document is not an ASTM standard and is intended only to provide the user of an ASTM standard an indication of what changes have been madeus veesfmevBecause
it may not be technically possible to adequately depict all changes accurately, ASTM recommends that users consult prior editions as apibpeaés. dmly the current version
of the standard as published by ASTM is to be considered the official document.

[‘IM) Designation: B 729 — 9900
an’

INTERNATIONAL

Standard Specification for
Seamless UNS N08020, UNS N08026, and UNS N08024
Nickel-Alloy Pipe and Tube *

This standard is issued under the fixed designation B 729; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilonef indicates an editorial change since the last revision or reapproval.

1. Scope

1.1 This specification covers UNS N08020, UNS N08026, and UNS N08024 seamless, cold-worked or hot finished pipe and
tube intended for general corrosive service.

1.2 The values stated in inch-pound units are to be regarded as the standard. The values given in parentheses are for information
only.

1.3 The following safety hazards caveat pertains only to the test methods portion, Section 10, of this specifiiatsdandard
does not purport to address all of the safety concerns, if any, associated with its use. It is the responsibility of the user of this
standard to establish appropriate safety and health practices and determine the applicability of regulatory limitations prior to use.

2. Referenced Documents

2.1 ASTM Standards:
B 829 Specification for General Requirements for Nickel and Nickel Alloys Seamless Pipe arfd Tube

1 This specification is under the jurisdiction of ASTM Committee B-2 BO2 on Nonferrous Metals and Alloys and is the direct responsibility of Sube@omidE on
Refined Nickel and Cobalt and Their Alloys.
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