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1. Scope 1.7 The values stated in Sl units are to be regarded as the

1.1 This test method monitors the reactivity of a gaseou§tandard. The values in parentheses are for information only.
test environment in which metal surfaces (for example, elec- Referenced Documents
trical contacts, assembled printed wiring boards, and so forth)”
and other materials subject to pollutant gas attack undergo 2-1 ASTM Standards? o _
accelerated atmospheric corrosion testing. This test method is B 810 Test Method for Calibration of Atmospheric Corro-
applicable to adherent corrosion films whose total corrosion Sion Test Chambers by Change in Mass of Copper Cou-
film thickness ranges from a few atomic monolayers to  PONS

approximately a micrometre. 3. Summary of Test Method

1.2 The test method provides a dynamic, continuous, in- ) i
situ, procedure for monitoring the corrosion rate in corrosion, -1 A single crystal of quartz has various natural resonant

chambers; the uniformity of corrosion chambers; and thdreduencies depending on the crystal's size and shape. The

corrosion rate on different surfaces. Response time in the ordcréase in natural frequency is linearly proportional to the
of seconds is possible. crystal mass and the mass of well-bonded surface films. For

1.3 With the proper samples, the quartz crystal microbalprys_tals with reactive metal films on the surche _(usually
ance (QCM) test method can also be used to monitor thdriving electrodes), the mass of the crystal/metal film increases

weight loss from a surface as a result of the desorption ofS the metal oxidizes or fo(r%rrjés other compounds with gases
surface species (that is, reduction of an oxide in a reducingdscrbed from the atmosphereThus, by measuring the rate

atmosphere). (Alternative names for QCM are quartz crysta f resonant frequency chapge, arate of corrosion is meas_ured.
oscillator, piezoelectric crystal oscillator, or thin-film evaporc';\-l\lcm'_"’ldherent corrosion films, particles, and_ dr'oplet.s yleld
tion monitor.) ambiguous results. A review of theory and applications is given

1.4 This test method is not sufficient to specify the corrosioni LU @nd Czanderna. . )
process that may be occurring in a chamber, since a variety of 3-2 Theé chamber environmental uniformity and corrosion
pollutant gases and environments may cause similar weigifté c@n be measured by placing matching quartz crystals with
gains. matching reactive metal films at various locations in the

1.5 This test method is generally not applicable to tes€hamber. If the chamber and corrosion rate have been stan-

environments in which solid or liquid particles are deposited orffardized, the corrosion rate on various surface materials that
the surface of the quartz crystal. have been deposited on the quartz crystal can be determined.

1.6 This standard does not purport to address all of the, Significance and Use
safety concerns, if any, associated with its use. It is the
responsibility of the user of this standard to become familiar
with all hazards including those identified in the appropriate
Material Safety Data Sheet for this product/material as pro-
vided by the manufacturer, to establish appropriate safety and
health practices, and determine the applicability of regulatory
limitations prior to use.

4.1 Corrosion film growth with thicknesses varying from a
monolayer of atoms up to 1 um can readily be measured on a
continuous, real-time, in-situ, basis with QCMs.

2 For referenced ASTM standards, visit the ASTM website, www.astm.org, or
contact ASTM Customer Service at service@astm.org.Aforual Book of ASTM
Standardssolume information, refer to the standard’s Document Summary page on
the ASTM website.
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