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This standard is issued under the fixed designation B 811; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilon (e) indicates an editorial change since the last revision or reapproval.

1. Scope

1.1 This specification covers seamless wrought zirconium-alloy tubes for nuclear fuel cladding application, in the outside
diameter (OD) size range of 0.200 in. (5.1 mm) to 0.650 in. (16.5 mm) and wall thickness range of 0.010 in. (0.25 mm) to 0.035
in. (0.89 mm).

1.2 Two grades of reactor grade zirconium alloys are described.
1.2.1 The present UNS numbers designated for the two grades are given in Table 1.
1.3 Unless a single unit is used, for example corrosion mass gain in mg/dm2, the values stated in either inch-pound or SI units

are to be regarded separately as standard. The values stated in each system are not exact equivalents; therefore each system must
be used independently of the other. SI values cannot be mixed with inch-pound values.

1.4 The following precautionary caveat pertains only to the test method portions of this specification:This standard does not
purport to address all of the safety concerns, if any, associated with its use. It is the responsibility of the user of this standard to
establish appropriate safety and health practices and determine the applicability of regulatory limitations prior to use.

2. Referenced Documents

2.1 ASTM Standards:
B 350 Specification for Zirconium and Zirconium Alloy Ingots for Nuclear Application2

B 353 Specification for Wrought Zirconium and Zirconium Alloy Seamless and Welded Tubes for Nuclear Service Except
Nuclear Fuel Cladding2

E 8 Test Methods for Tension Testing of Metallic Materials3

E 21 Test Methods for Elevated Temperature Tension Tests of Metallic Materials3

E 29 Practice for Using Significant Digits in Test Data to Determine Conformance with Specifications4

E 112 Test Methods for Determining the Average Grain Size3

G 2 Test Method for Corrosion Testing of Products of Zirconium, Hafnium and Their Alloys in Water at 680°F or in Steam at
750°F5

G 2M Test Method for Corrosion Testing of Products of Zirconium, Hafnium and Their Alloys in Water at 633°K or in Steam
at 673°K (Metric)5

2.2 Other Document:
ANSI B46.1 Surface Texture (Surface Roughness)6

3. Terminology

3.1 Definitions of Terms Specific to This Standard:
3.1.1 dimensions—tube dimensions are outside diameter, inside diameter, and wall thickness. Only two of these parameters may

be specified in addition to length, except minimum wall may be specified with outside and inside diameter. In each case, ovality
and wall thickness variation (WTV) may be specified as additional requirements.

1 This specification is under the jurisdiction of ASTM Committee B10 on Reactive and Refractory Metals and Alloys and is the direct responsibility of Subcommittee
B10.02 on Zirconium and Hafnium.
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6 Available from American National Standards Institute (ANSI), 11 25 W. 42nd 43rd St., 13th 4th Floor, New York, NY 10036.

1

This document is not an ASTM standard and is intended only to provide the user of an ASTM standard an indication of what changes have been made to the previous version. Because
it may not be technically possible to adequetely depict all changes accurately, ASTM recommends that users consult prior editions as appropriate. Inall cases only the current version
of the standard as published by ASTM is to be considered the official document.

Copyright © ASTM International, 100 Barr Harbor Drive, PO Box C700, West Conshohocken, PA 19428-2959, United States.


