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QHIp Designation: B 833 — 01 1 An American National Standard

Standard Specification for

Zinc and Zinc Alloy Wire for Thermal Spraying (Metallizing) !

This standard is issued under the fixed designation B 833; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilone} indicates an editorial change since the last revision or reapproval.

e Nore—Summary of Changes section was corrected editorially in July 2001.

1. Scope * Wires and Ceramic Rods for Thermal Spraying
1.1 This specification covers zinc and zinc alloy wire used3

. L . . . - Terminology
in depositing zinc coatings by thermal spraying (metallizing). i ) i .
Zinc and zinc alloy wire provided under this specification is 2919 Terms shall be defined in accordance with Terminology

intended for use in oxy-fuel and electric arc thermal protectio
of iron and steel. Additional zinc alloy compositions used in

thermal sprayin rimarily for electronic applications are
found in S?)e():/ificgati?)n B 93/7. PP 4.1 In order to make the application of this specification

1.2 The values stated in SI units are to be regarded as tH@mplete, the purchaser shall supply the following information

standard. The values in parentheses are for information only!® the seller in the purchase order or other governing docu-

1.3 This standard does not purport to address all of theMents: o _ . .
safety concems, if any, associated with its use. It is the 4-1.1 Name, designation, and date of issue of this specifi-
responsibility of the user of this standard to become familiarcation, , o
with all hazards including those identified in the appropriate 412 Quantity (mass(weight) in kilograms (pounds)),
Material Data Sheet for this product/material as provided by 4-1-3 Diameter (see Table 1), . _
the manufacturer, to establish appropriate safety and health 4.1.4 Acceptance tests if other than specified (see Section

practices, and determine the applicability of regulatory limi- 10), L ,
tations prior to use. 4.1.5 Certification (see Section 11),

4.1.6 Packaging and packing materials (see Section 12), and
2. Referenced Documents 4.1.7 Supplementary requirements, if applicable.

2.1 The following ASTM documents of the issue in effect 5. Materials and Manufacture

on the date of material purchase form a part of this specifica- . .
tion to the extent referenced herein: 5.1 The zinc used to manufacture the wire shall conform to

B 6 Specification for Zin2 the requirements for High Grade Zinc (Z15001) or Special
B 899 Terminology Relating to Nonferrous Metals and High Grade Zinc (Z13001) as specified in Specification B 6.

4. Ordering Information

2
Alloys® o , 6. Chemical Composition
B 907 Specification for Zinc, Tin and Cadmium Base Sol- . . .
dere . 6.1 The wire shall conform to the requirements prescribed
E 29 Practice for Using Significant Digits in Test Data to " 12PI€ 2.
Determine Conformance with Specificatiéns _ 7. Physical Properties and Mechanical Properties
E 536 Test Method for Chemical Analysis of Zinc and Zinc

7.1 Appendix X1 shows typical physical properties for zinc
and zinc alloy wire and does not constitute a part of this
specification but is provided for informational purposes only.

7.2 Appendix X2 shows typical mechanical properties for
zinc and zinc alloy wire and does not constitute a part of this
[ specification but is provided for informational purposes only.

L This specification is under the jurisdiction of ASTM Committee B02 on  7.2.1 Mechanical properties are important so the wire can be
Nonferrous Metals and Alloys and is the direct responsibility of Subcommitteefed into a thermal spray gun without breaking or jamming.
B02.04 on Zinc and Cadmium. 7.2.2 Mechanical properties of zinc and zinc alloy wire will

Current edition approved May 10, 2001. Published July 2001. Originally = . prop . ) y_
published as B 833-93. Last previous edition B 833-00. vary depending upon the wire diameter and processing factors.
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Alloys*
E 527 Practice for Numbering Metals and Alloys (URS)
2.2 ANSI/AWS Standard:
ANSI/AWS A5.33 Specification for Solid and Ceramic

*A Summary of Changes section appears at the end of this standard.

Copyright © ASTM, 100 Barr Harbor Drive, West Conshohocken, PA 19428-2959, United States.

1



