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This standard is issued under the fixed designation B 852; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilonef indicates an editorial change since the last revision or reapproval.

This standard has been approved for use by agencies of the Department of Defense.

1. Scope*

1.1 This specification covers grades of zinc alloys, commonly known as Continuous Galvanizing Grade (CGG) alloys that
contain aluminum, or aluminum and lead and that are used in continuous hot-dip galvanizing of steel sheet. The compositions for
CGG grades made from primary zinc are shown in Table 1. Exceptions for grades made from secondary zinc are found in footnote
C.

1.2 Other alloy compositions not included in B 852, and as may be agreed upon between the producer and the user, may be used
for continuous galvanizing.

1.3 The values stated in inch-pound units are to be regarded as the standard. The values given in parentheses are for information
only.

1.4 This standard does not purport to address all of the safety concerns, if any, associated with its use. It is the responsibility
of the user of this standard to become familiar with all hazards including those identified in the appropriate Material Data Sheet
for this product/material as provided by the manufacturer, to establish appropriate safety and health practices, and determine the
applicability of regulatory limitations prior to use.

2. Referenced Documents

2.1 ASTM Standards:
B 899 Terminology Relating to Non-ferrous Metals and Alldys

1 This specification is under the jurisdiction of ASTM Committee B02 on Nonferrous Metals and Alloys and is the direct responsibility of Subcomgn@teerBrinc
and Cadmium.
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*A Summary of Changes section appears at the end of this standard.

Copyright © ASTM International, 100 Barr Harbor Drive, PO Box C700, West Conshohocken, PA 19428-2959, United States.

1



