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1. Scope

1.1 This test method covers the determination of magnetization coercivity (Hcs) of cemented carbide materials and products
using coercive force instrumentation. It is patterned after ISO 3326.

1.2 The values in either Sl units or inch-pound units are to be regarded separately as standard. The values stated in each system
may not be exact equivalents; therefore, each system shall be used independently of the other. Combining values from the two
systems may result in non-conformance with the standard.

1.3 This standard does not purport to address all of the safety concerns, if any, associated with its use. It is the responsibility
of the user of this standard to establish appropriate safety and health practices and determine the applicability of regulatory
limitations prior to use.

2. Referenced Documents

2.1 ASTM Standards:

A 340 Terminology of Symbols and Definitions Relating to Magnetic Testing
B 243 Terminology of Powder Metallurdy

2.2 ISO Standard:

ISO 3326 Hardmetals - Determination of (the Magnetization) Coeréivity

3. Terminology

3.1 Definitions:
3.1.1 For definition of terms used in this procedure refer to Terminology A 340 and Terminology B 243.
3.1.2 dc—direct current

4. Summary of Test Method

4.1 A test sample is positioned in the dc magnetic field of the test apparatus and magnetized to technical saturation. The
magnetic field polarity is then reversed and the test sample is demagnetized by increasing the energy of the reversed magnetic field
until the test sample reaches zero magnetism. The coercive force (Hc) is the magnetizing force required to return the saturated
magnetic induction to zero.

5. Significance and Use

5.1 Measurement of coercivity provides a relative comparison of carbide grain size, binder content, and possibly carbon
deficiency for a given graded carbide material or product, and may be employed as a non-destructive measurement indicating
deviation from a specified norm.

5.2 This test method allows the non-destructive estimate of average carbide grain size in sintered cemented carbide hardmetals.
It is appropriate for a wide range of compositions and tungsten carbide (WC) WC grain sizes, and can be used for acceptance of
material or product to specification.

6. Interferences
6.1 Hcs measurement is a non-destructive “bulk” measurement that is averaged over the specimen volume. Bi-modal grain size
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