QHW Designation: C 20 — 00

Standard Test Methods for

Apparent Porosity, Water Absorption, Apparent Specific
Gravity, and Bulk Density of Burned Refractory Brick and
Shapes by Boiling Water

This standard is issued under the fixed designation C 20; the number immediately following the designation indicates the year of original
adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A superscript
epsilon €) indicates an editorial change since the last revision or reapproval.

This standard has been approved for use by agencies of the Department of Defense.

1. Scope 3.2 These test methods are primary standard methods which
1.1 These test methods cover the determination of th@'€ suitable for use in quality control, research and develop-

following properties of burned refractory brick: ment, _estgblishing criter_ia_ for and evaluat@ng compliance with
1.1.1 Apparent porosity, specifications, and prowdlng_data_ for deS|gn purposes.
1.1.2 Water absorption, 3.3 Fundamental assumptions inherent in these test methods
1.1.3 Apparent specific gravity, and are that the test specimens are not attacked_ by water, thg test
1.1.4 Bulk density. specimens conform to the requirements for size, conf_lguratlon,
1.2 These test methods are not applicable to refractoriedNd original faces, the open pores of the test specimens are

attacked by water. fully impregnated with water during the boiling treatment, and

1.3 The values stated in inch-pound units are to be regarddl€ blotting of the saturated test specimens is performed as
as the standard. The values given in parentheses are fgPecified in a consistent and uniform manner to avoid with-
information only. drawing water from the pores. Deviation from any of these

1.4 This standard does not purport to address all of the@SSumptions adversely affects the test results. _
safety concerns, if any, associated with its use. It is the 3.4 Inlaboratory stud|e5|nvolvmg_ castable specimen, a bias
responsibility of the user of this standard to establish appro-Was noted between forrde2 X 2 X 2—in. (50 X 50 X 50-mm)
priate safety and health practices and determine the applica@nd specimens that were quartered from larger 9 X 4.5 X 2.5

bility of regulatory limitations prior to use. (228 X 114 X 64 mm) cast specimens. Additionally, an error in
the apparent porosity determination on castables was found
2. Referenced Documents whenever the specimens were heated to 1500°F (816°C) and
2.1 ASTM Standards: then exposed to water as a saturation media (Test Method C

C 134 Test Methods for Size, Dimensional Measurements330). The error was attributed to reactivity of cement with
and Bulk Density of Refractory Brick and Insulating Water and subsequent re-hydration of cement phases. The

Firebricle higher the cement level of the castable, the greater the error

E 691 Practice for Conducting an Interlaboratory Study tohoted. It was concluded that an erron in porosity values could
Determine the Precision of a Test MetBod occur for refractory materials having a potential to form

hydrated species with water. Supporting data were filed at

3. Significance and Use ASTM headquarters and can be obtained by requesting Re-

3.1 Apparent porosity, water absorption, apparent specifi§eéarch Report 1014.
gravity, and bulk density are primary properties of burned 3.5 Certain precautions must be exercised in interpreting
refractory brick and shapes. These properties are widely usetnd using results from these test methods. All four property
in the evaluation and comparison of product quality and as paiMalues are interrelated by at least two of the three base data
of the criteria for selection and use of refractory products in avalues generated during testing. Thus, an error in any base data
variety of industrial applications. These test methods are use¢plue will cause an error in at least three of the property values

for determining any or all of these properties. for a given test specimen. Certain of the properties, that is,
apparent specific gravity and bulk density, are functions of

! These test methods are under the jurisdiction of ASTM Committee C-8 onOth_er _f.EiCtOI’_S _SUCh as product co_mp03|t!0n, comp_osmonal
Refractories and are the direct responsibility of Subcommittee C08.03 on Physici@riability within the same product, impervious porosity, and

Tests and Properties. _ _ ~total porosity. Generalizations on or comparisons of property
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