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This standard is issued under the fixed designation C 37/C 37M; the number immediately following the designation indicates the year
of original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval.
A superscript epsilon (e) indicates an editorial change since the last revision or reapproval.

This standard has been approved for use by agencies of the Department of Defense.

1. Scope*

1.1 This specification covers plain and foil-backed types of gypsum lath which is designed to be used as a base for application
of gypsum plaster (see Specification C 28).

NOTE 1—Specification C 841 contains application procedures for interior lathing and furring, and Specification C 842 contains application procedures
for interior gypsum plaster.

1.2 The values stated in either inch-pound or SI (metric) units are to be regarded separately as standard. Within the text, the SI
units are shown in brackets. The values stated in each system shall be used independent of the other. Values from the two systems
shall not be combined.

1.3 The text of this standard references notes and footnotes that provide explanatory material. These notes and footnotes
(excluding those in tables and figures) shall not be considered as requirements of the standard.

2. Referenced Documents

2.1 ASTM Standards:

1 This specification is under the jurisdiction of ASTM Committee C-11 on Gypsum and Related Building Materials and Systems and is the direct responsibility of
Subcommittee C11.01 on Specifications and Test Methods for Gypsum Products.

Current edition approved Oct. May 10, 1999. 2001. Published January 2000. July 2001. Originally published as C 37 – 21 T. Last previous edition C 37 – 959.
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This document is not an ASTM standard and is intended only to provide the user of an ASTM standard an indication of what changes have been made to the previous version. Because
it may not be technically possible to adequately depict all changes accurately, ASTM recommends that users consult prior editions as appropriate. Inall cases only the current version
of the standard as published by ASTM is to be considered the official document.

*A Summary of Changes section appears at the end of this standard.
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