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This standard is issued under the fixed designation C 129; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilon (e) indicates an editorial change since the last revision or reapproval.

This standard has been approved for use by agencies of the Department of Defense.

1. Scope*

1.1 This specification covers hollow and solid nonloadbearing concrete masonry units made from portland cement, water, and
mineral aggregates with or without the inclusion of other materials. These units are intended for use in nonloadbearing partitions,
but under certain conditions they may be suitable for use in nonloadbearing exterior walls above grade where effectively protected
from the weather.

1.2 The text of this standard references notes and footnotes which provide explanatory material. These notes and footnotes
(excluding those in tables and figures) shall not be considered as requirements of the standard.

1.3 The values stated in inch-pound units are to be regarded as the standard. The values given in parentheses are for information
only.

NOTE 1—Concrete masonry units covered by this specification are made from lightweight or normal weight aggregates, or both.
NOTE 2—When particular features are desired, such as weight classification, surface texture for appearance or bond, finish, color, fire resistance,

insulation, acoustical properties, or other special features, such properties should be specified separately by the purchaser. However, local sellers should
be consulted as to the availability of units having the desired features.

2. Referenced Documents

2.1 ASTM Standards:
C 33 Specification for Concrete Aggregates2

1 This specification is under the jurisdiction of ASTM Committee C15 on Manufactured Masonry Units and is the direct responsibility of Subcommittee C15.03 on
Concrete Masonry Units and Related Units.
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in 2001 as C 129 – 00a. 01.
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This document is not an ASTM standard and is intended only to provide the user of an ASTM standard an indication of what changes have been made to the previous version. Because
it may not be technically possible to adequately depict all changes accurately, ASTM recommends that users consult prior editions as appropriate. Inall cases only the current version
of the standard as published by ASTM is to be considered the official document.

*A Summary of Changes section appears at the end of this standard.
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