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This standard is issued under the fixed designation C 171; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilon (e) indicates an editorial change since the last revision or reapproval.

This standard has been approved for use by agencies of the Department of Defense.

1. Scope *

1.1 This specification covers materials in sheet form used for covering the surfaces of hydraulic cement concrete to inhibit
moisture loss during the curing period and, in the case of the white reflective type materials, to also reduce temperature rise in
concrete exposed to radiation from the sun. The following types are included:

1.1.1 Curing Paper:
1.1.1.1 Regular.
1.1.1.2 White.
1.1.2 Polyethylene Film:
1.1.2.1 Clear.
1.1.2.2 White Opaque.
1.1.3 White-Burlap-Polyethylene Sheet.
1.2 The values stated in inch-pound SI units are to be regarded as the standard. Inch-pound units are provided in parentheses

for information only.

NOTE 1—This specification does not cover materials such as burlap, cotton mats, or rugs used with additional applications of water to maintain a
water-saturated environment on such surfaces. Procedures employing these materials are discussed in ACI 308R. Sheet materials having additional
characteristics such as insulating properties and the ability to carry additional water to the curing region are commercially available but are not currently
addressed in this specification.

1.3 The text of this standard references notes and footnotes which provide explanatory material. These notes and footnotes shall
not be considered as requirements of the standard.

2. Referenced Documents

2.1 ASTM Standards:
C 156 Test Method for Water Retention by Concrete Curing Materials2

D 829 Test Methods for Wet Tensile Breaking Strength of Paper and Paper Products2

1 This specification is under the jurisdiction of ASTM Committee C-9 C09 on Concrete and Concrete Aggregates and is the direct responsibility of Subcommittee
C09.22 on Curing Materials Applied to New Concrete Surfaces.

Current edition approved June Jan. 10, 1997. 2003. Published June 1998. March 2003. Originally published as C 171 – 42 T. approved in 1942. Last previous edition
approved in 1997 as C 171 – 97a.
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This document is not an ASTM standard and is intended only to provide the user of an ASTM standard an indication of what changes have been made to the previous version. Because
it may not be technically possible to adequately depict all changes accurately, ASTM recommends that users consult prior editions as appropriate. Inall cases only the current version
of the standard as published by ASTM is to be considered the official document.

*A Summary of Changes section appears at the end of this standard.
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