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Standard Test Method for
Drying and Firing Linear Change of Refractory Plastic and
. . . l
Ramming Mix Specimens
This standard is issued under the fixed designation C 179; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilone] indicates an editorial change since the last revision or reapproval.
€' Note—Keywords were added editorially in March 2002.
1. Scope can be used to determine the number of joints necessary to

1.1 This test method covers the determination of the dryingh@intain integrity of ramming or plastic refractory in a large
shrinkage and of the combined drying and linear change ofstallation.
ramming and plastic refractories. 4
1.2 The values stated in inch-pound units are to be regarded i . .
as the standard. The values in parentheses are provided for4-1 Kiln, electric or gas type, of such design that the flame,
information only. as coming directly from the burner, cannot impinge upon the

1.3 This standard does not purport to address all of the!€St Specimens. _ _ _
safety concems, if any, associated with its use. It is the 4-2 Measuring Devicg a 12-in. (305-mm), graduated in
responsibility of the user of this standard to establish appro-0-02-in. (0.5-mm) increments. A hooked rule is convenient to
priate safety and health practices and determine the applicatSe, and a suitable type is described in Test Methods C 134.
bility of regulatory limitations prior to use.

Apparatus

5. Test Specimens

2. Referenced Documents 5.1 Number of SpecimensA minimum of six specimens
2.1 ASTM Standards: molded from the sample (see Note 1) of plastic refractory will
C 113 Test Method for Reheat Change of Refractory Brick P€ required. Half of the specimens shall be used for the test and
C 134 Test Methods for Size, Dimensional Measurementst,he other half used as supporting pieces during the kiln heat
and Bulk Density of Refractory Brick and Insulating tréatment.
Firebriclk Note 1—For pressing and drying the specimens see Practice C 1054.
C 181 Test Method for Workability Index of Fireclay and 5.2 Measurement of Specimentsing the measuring de-
ngh-AIumln.a Plastic Refractonés . . vice, measure the bar for all dimensions to the nearest 0.02-in.
C 1054 Prac_tlce f(_)r Press_lng and Drying Refractory PIaStI(i0.5-mm). Label and make reference marks to indicate the
and Ramming Mix Specimefis exact length measurement points. Caution should be taken as
3. Significance and Use de;ostmDatipn offthse sp'ecimer[\)s may be causeﬁ b)lldhga)md(;ir)g(.j
: . . o . .3 Drying 0 ecimens-Dry specimens should be drie
3.1 This test method is useful in quantitatively rating O as stategingPract?ce C 1054 >6/3.6p(6.6.2 for phosphate-bonded

rank_lr_lg both ramming and plastic refractories by their IInearmaterial, 6.6.3 for clay-bonded and air-setting materials).
stability after heating.

3.2 This test method is also useful for determining whether S.4 Measurlng Dried Specim easure specimens as
. . ) .. _stated in 5.2.
a ramming or plastic refractory can be used in a specmeé?

application based on linear change criteria. 6. Procedure
3.3 This test method excludes basic and carbon bearing 6.1 Placing Specimens in KitaPlace the dried specimens
materials.

in the kiln in accordance with Test Method C 113, with the
gxception that the supporting brick shall consist of the three
Blastic refractory brick prepared for that purpose.

6.2 Temperature Measurement€onduct temperature
1 This test method is under the jurisdiction of ASTM Committee C08 on measurements in accordance with Test Method C 113.

Refractories and is the direct responsibility of Subcommittee C08.09 on Monolithic 6.3 Test AtmosphereAt all temperatures above 1470°F
Refractories.
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3.4 This test method can produce data for the engineerin
and design of refractory installations. The linear change dat
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