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1. Scope A 615/A 615M Specification for Deformed and Plain

1.1 This specification covers reinforced concrete pipe in-  Billet-Steel Bars for Concrete Reinforcemeént
tended to be used for the construction of pressure pipelines A 675/A 675M  Specification for Steel Bars, Carbon, Hot-

with low internal hydrostatic heads generally not exceeding

125 ft.
1.2 A complete metric companion to Specification C 361

Wrought, Special Quality, Mechanical Properties
C 31 Practice for Making and Curing Concrete Test Speci-
mens in the Fiel®l

has been developed—C 361M:; therefore, no metric equivalents C 33 Specification for Concrete Aggregédtes

are presented in this specification.

Note 1—Field tests on completed portions of the pipeline are not

covered by this specification for the manufacture of the pipe but should be

included in specifications for pipe laying.

2. Referenced Documents

2.1 ASTM Standards:

A 27/A 27M Specification for Steel Castings, Carbon, for
General Applicatiof

A 36/A 36M Specification for Carbon Structural Stéel

A 82 Specification for Steel Wire, Plain, for Concrete Re-
inforcement

A 185 Specification for Steel Welded Wire, Fabric, Plain,
for Concrete Reinforcemeht

A 283/A 283M Specification for Low and Intermediate
Tensile Strength Carbon Steel Plétes

A 496 Specification for Steel Wire, Deformed, for Concrete
Reinforcemerit

A 497 Specification for Steel Welded Wire Fabric, De-
formed, for Concrete Reinforcemént

A 570/A570M Specification for Steel, Sheet and Strip,
Carbon, Hot-Rolled, Structural Qualfty

A 575 Specification for Steel Bars, Carbon, Merchant Qual-

ity, M-Grade$
A 576 Specification for Steel Bars, Carbon, Hot-Wrought,
Special Quality

A 611 Specification for Steel, Sheet, Carbon, Cold-Rolled,

Structural Qualit§

1 This specification is under the jurisdiction of ASTM Committee C-13 on

Concrete Pipe and is the direct responsibility of Subcommittee C13.04 on Low Head

Pressure Pipe.
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