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Standard Test Method for
Flexure Creep of Sandwich Constructions1

This standard is issued under the fixed designation C480/C480M; the number immediately following the designation indicates the year
of original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval.
A superscript epsilon (´) indicates an editorial change since the last revision or reapproval.

1. Scope

1.1 This test method covers the determination of the creep
characteristics and creep rate of flat sandwich constructions
loaded in flexure, at any desired temperature. Permissible core
material forms include those with continuous bonding surfaces
(such as balsa wood and foams) as well as those with
discontinuous bonding surfaces (such as honeycomb).

1.2 The values stated in either SI units or inch-pound units
are to be regarded separately as standard. Within the text the
inch-pound units are shown in brackets. The values stated in
either SI units or inch-pound units are to be regarded separately
as standard. The values stated in each system may not be exact
equivalents; therefore, each system shall be used independently
of the other. Combining values from the two systems may
result in non-conformance with the standard.

1.3 This standard does not purport to address all of the
safety concerns, if any, associated with its use. It is the
responsibility of the user of this standard to establish appro-
priate safety and health practices and determine the applica-
bility of regulatory limitations prior to use.

2. Referenced Documents

2.1 ASTM Standards:2

C393/C393M Test Method for Core Shear Properties of
Sandwich Constructions by Beam Flexure

D883 Terminology Relating to Plastics
D3878 Terminology for Composite Materials
D5229/D5229M Test Method for Moisture Absorption Prop-

erties and Equilibrium Conditioning of Polymer Matrix
Composite Materials

D7249/D7249M Test Method for Facing Properties of Sand-
wich Constructions by Long Beam Flexure

E6 Terminology Relating to Methods of Mechanical Testing

E122 Practice for Calculating Sample Size to Estimate, With
Specified Precision, the Average for a Characteristic of a
Lot or Process

E177 Practice for Use of the Terms Precision and Bias in
ASTM Test Methods

E456 Terminology Relating to Quality and Statistics

3. Terminology

3.1 Definitions—Terminology D3878 defines terms relating
to high-modulus fibers and their composites, a well as terms
relating to sandwich constructions. Terminology D883 defines
terms relating to plastics. Terminology E6 defines terms
relating to mechanical testing. Terminology E456 and Practice
E177 define terms relating to statistics. In the event of a
conflict between terms, Terminology D3878 shall have prece-
dence over the other terminology documents.

3.2 Symbols:
3.2.1 A—distance between pivot point and point of applied

force on the specimen

3.2.2 b—specimen width

3.2.3 B—distance from pivot point to center of gravity of the
loading arm

3.2.4 c—core thickness

3.2.5 CRI—creep rate at time, ii
3.2.6 d—sandwich total thickness

3.2.7 d—initial static deflection under the same load and at
the same temperature

3.2.8 D—total deflection at time, t

3.2.9 Ff—applied facing stress

3.2.10 Fs—applied core shear stress

3.2.11 M—distance between point and weight point

3.2.12 n—number of specimens

3.2.13 p—mass of loading plate and rod

3.2.14 P—applied force

3.2.15 S—length of support span

3.2.16 w—mass of lever arm

3.2.17 W—mass of weight (including tray mass)

1 This specification is under the jurisdiction of ASTM Committee D30 on
Composite Materials and is the direct responsibility of Subcommittee D30.09 on
Sandwich Construction.
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