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This standard is issued under the fixed designation C 567; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilon (e) indicates an editorial change since the last revision or reapproval.

This standard has been approved for use by agencies of the Department of Defense.

1. Scope

1.1 This test method provides methods procedures to measure or calculate equilibrium density and to measure over-dry densities
for the purpose of design control. Test Method C 138 shall be used to determine the density of freshly mixed light-weight concrete
for placement control.

NOTE 1—An approximate method for calculating the 28 day air-dry unit weight, the equilibrium air-dry unit weight, and a formula for estimating the
oven-dry unit weight and equilibrium densities of structural lightweight concrete are provided in Section 9. The formula for estimating the oven dryunit
weight is modified to estimate the equilibrium air-dry unit weight. concrete.

1.2 The values stated in inch-pound SI units are to be regarded as the standard. The values given in parentheses are provided
for information only.

1.3 This standard does not purport to address all of the safety concerns, if any, associated with its use. It is the responsibility
of the user of this standard to establish appropriate safety and health practices and determine the applicability of regulatory
limitations prior to use.

2. Referenced Documents

2.1 ASTM Standards:
C 88 Test Method 31/C 31M Practice for Soundness of Aggregates by Use of Sodium Sulfate or Magnesium Sulfate Making

1 This test method is under the jurisdiction of ASTM Committee C-9 C09 on Concrete and Concrete Aggregates and is the direct responsibility of Subcommittee C09.21
on Lightweight Aggregates and Concrete.
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