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This standard is issued under the fixed designation C 832; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilon (e) indicates an editorial change since the last revision or reapproval.

1. Scope

1.1 This test method covers the procedure for measuring the linear change of refractory specimens that are subjected to
compressive stress while being heated and while being held at elevated temperatures.

1.2 This test method does not apply to materials whose strength depends on pitch or carbonaceous bonds unless appropriate
atmospheric control is used (see 6 7.3).

1.3 The values stated in inch-pound units are to be regarded as the standard. The values in parentheses are provided for
information only.

1.4 This standard does not purport to address all of the safety concerns, if any, associated with its use. It is the responsibility
of the user of this standard to establish appropriate safety and health practices and determine the applicability of regulatory
limitations prior to use.

2. Referenced Documents

2.1 ASTM Standards:

1 This test method is under the jurisdiction of ASTM Committee C-8 C08 on Refractories and is the direct responsibility of Subcommittee C08.01 on Strength.
Current edition approved Oct. 10, 1999. 2000. Published November 1999. December 2000. Originally published as C 832 – 76. Last previous edition C 832 –89 (1994).
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