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1. Scope 4. Apparatus

1.1 This test method covers the determination of the time of 4.1 The apparatus described in Test Method C 266 is used to
setting of portland-cement pastes containing quick-settindollow this test method in principle.
accelerating admixtures for shotcrete.

1.2 The values stated in S| units are to be regarded as the Procedure
standard. 5.1 Preparation of Cement Paste

1.3 This standard does not purport to address all of the 5.1.1 Non-liquid Admixtures—In a suitable rubber or plastic
safety concerns, if any, associated with its use. It is theup, blend with a spatula until uniform, 100 g of cement with
responsibility of the user of this standard to establish appro-either 3 g of theshotcrete admixture or the amount of
priate safety and health practices and determine the applicaadmixture recommended by the manufacturer for use with 100

bility of regulatory limitations prior to use. g of cement. Add distilled or deionized water, approximately
24 to 30 mL, sufficient to produce a smooth paste. Hand mix
2. Referenced Documents completely within 15 s.

2.1 ASTM Standards: 5.1.2 Liquid Admixtures—Mix 3 mL of liquid shotcrete
C 266 Test Method for Time of Setting of Hydraulic Ce- admixture, or the amount of admixture recommended by the
ment Paste by Gillmore Needfes manufacturer for use with 100 g of cement, with 24 to 30 mL
o of distilled or deionized water. In a suitable rubber or plastic
3. Significance and Use cup, add this liquid to 100 g of cement and mix to produce a

3.1 The performance of a quick-setting accelerating admixsmooth paste. Hand mix completely within 15 s.
ture for shotcrete varies with the composition of the portland 5.2 Molding Test Specimen—Use the cement paste, pre-
cement. Since this test method involves the determination gfared in accordance with 5.1, to make a pat approximately 75
time of setting of a particular combination of a portland cemenimm in diameter and 12.5 mm in thickness at the center with a
and a quick-setting accelerating admixture, it therefore proflat top and tapering to a thin edge on a clean glass plate about
vides information on the suitability for use of that particular 100 mm square. When molding the pat, flatten the cement paste
combination. first on the glass and then form the pat by drawing the trowel
3.2 The time of setting of the combination established in theéfrom the outer edge toward the center, flattening the top. Mold
laboratory does not necessarily indicate the time of setting thithe specimen within 1 min after adding the mixing water to the
combination will produce in actual shotcreting or at other thancement to avoid mixing through the setting time.
laboratory temperatures. Data on the time of setting of quick- 5.3 Time-of-Setting Determination—The time-of-setting de-
setting accelerating admixtures for shotcrete have been pulkermination shall begin immediately after molding the pat and
lished®4 continue every 10 seconds. In determining the time of setting,
apply the needle lightly to the surface of the pat. Consider the
cement paste to have acquired its initial set when the pat will
* This test method is under the jurisdiction of ASTM Committee C-9 on Concretebear, without appreciable indentation, the initial Gillmore
gr;]dtCor:crete Aggregates and is the direct responsibility of Subcommittee C09.46 GRaadle. Consider the cement paste to have acquired its final set
c()ttcj:reei.t edition approved March 15, 1994. Published May 1994. OriginaIIyV_Vhen t_he pat will bear, without appr_emable Ind_entatlon’ the
published as C 1102 - 88. Last previous edition C 1102 — 88. final Gillmore needle. Measure the time of setting from the
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