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1. Scope pressure release, are termed “compression” and “recovery,”
1.1 This test method covers the determination of the bulkingespectively. The percentage difference is reported as “percent
factor of spinning grade fiber. These include grade 4A and€COVery.
2
longer: 5. Significance and Use

1.2 Results obtained on other grades may be considered as , ) . ,
an evaluation of their bulk fiber resilience. 5.1 The value of compression (as described in 9.5) is

1.3 The values stated in Sl units are to be regarded as tH¥oportional to the bulk under moderate pressure. o
standard. The values given in parentheses are for information 9-2 The value of percent recovery is a measure of springi-
only. ness or bulk fiber resilience.

1.4 This standard does not purport to address all of theg Apparatus

safety concerns, if any, associated with its use. It is the ) i , ,
responsibility of the user of this standard to establish appro-_ -1 Graduated Cylinder and Weighed Raas described in

priate safety and health practices and determine the appIicaF'g' 1

bility of regulatory limitations prior to useFor a specific Note 1—The scale shall be calibrated in SI units, and alternatively in

hazard statement, see Section 7. other units.
2. Referenced Documents 7. Hazards
2.1 ASTM Standards: 7.1 When handling asbestos use reasonable precautions to
D 2590 Test Method for Sampling Chrysotile Asbedtos  avoid creating dust. Prolonged or frequent breathing of signifi-
D 2946 Terminology Relating to Abesfbs cant concentrations of airborne asbestos dust may cause serious
D 3879 Test Method for Sampling Amphibole Asbestos  bodily harm.
E 177 Practice for Use of the Terms Precision and Bias in8 . . :
ASTM Test Methods . Sampling, Test Specimens, and Test Units
_ 8.1 Sampling—Take samples in accordance with Test
3. Terminology Method D 2590 in the case of chrysotile asbestos, or Test
3.1 Definitions: Terms relating to asbestos are found inMethod D 3879 in the case of amphibole asbestos.
Terminology D 2946. 8.2 Test SpecimensTake two specimens of 1134 0.1 g

(4= 0.005 0z) each.
4. Summary of Test Method
9. Procedure

4.1 The height of a weighed specimen obtained in compli-
ance with sampling Test Methods D 2590 or D 3879 is deter- 9.1 Pour a specimen into the graduated cylinder.
mined under a heavy ramlln a graduated (;ylmdgr. Thg ram IS Nore 2—it may be advantageous to use a wide-mouth funnel for
then removed and the height of the specimen is again megyring the specimen.
sured. Measurements are repeated until no change is noted ifNote 3—It may be necessary to obstruct the observation slot in the wall
the readings. of the graduated cylinder while pouring in the shorter fibered, and the
4.2 The heights of the specimen under pressure, and aftgrore free-flowing grades of asbestos, to prevent specimen loss. This may
be done by wedging a wooden rod of appropriate thickness and length,
into the slot. Take care that the obstruction does not project inside the

1 This test method is under the jurisdiction of ASTM Committee C-17 on cylinder.

Fiber-Reinforced Cement Productsand is the direct responsibility of Subcommittee g 2 Fit the ram and cap assembly into position and simply
C17.03 on Asbestos—Cement Sheet Products and Accessories. I th t th . der the f f
Current edition approved Oct. 26, 1990. Published December 1990. Originally';1 OW e ram 1o compress € Specimen under the force o
published as C 1123 — 89. Last previous edition C 1123 — 89. gravity for 60 s (1 min).
2QAMA standard designation of chrysolite asbestos grades. Available from 9.3 |f the observation slot was obstructed during specimen

Asbestos Institute, 1130 W. Sherbrooke St., Suite 410, Montreal, QC Canada, H3édmissi0n remove the obstruction. Note the height of the
2M8. ! '
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