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Chemical-Resistant Carbon Brick
This standard is issued under the fixed designation C 1160; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilonej indicates an editorial change since the last revision or reapproval.
1. Scope TABLE 1 General Guide to Chemical Resistance of Carbon Brick

1.1 This specification covers machine made solid uncored Nore—This table is intended for use as a general guide to the resistance
carbon brick produced from either metallurgical or petroleumof carbon brick in immersion service at ambient temperatures. Specific
calcined coke, baked to a minimum 1850°F (1010°C), andecc;)mmgndstionsshoulddbe obtai?ed frorp the carbon borick ma(r)\ufactu.rer.
suitable for use in masonry construction which will be exposed-2Pon brick can be used to 650°F (340°C). Over 650°F (340°C), strict
to various chemicals. These units are designed primarily fc)ﬁnwronmental control is paramount to ensure that the environment is
. . . ’ . . . . ~hon-oxidizing.
industries using hydrofluoric acid, fluoride salts, and high
concentrations of alkalies such as sodium and potassium
hydro_X|de. C_arbon brick are normally used with carbon filled - Acid, 10 40 %
chemical-resistant mortars. Hydrofluoric Acid, to 40 %

1.2 This standard does not purport to address the safetyBle;d—rES% Nit(;ic, 10 % Hydrofluoric, 65 % Water

; : PP : “aiiwHydrochloric Acid, to 35 %
concerns, if any, associated with its use. Itis thg responS|b|I|t¥,ho,Sphoric Acid, 10 75 %
of the user of this standard to establish appropriate safety an@uituric Acid, to 50 %
health practices and determine the applicability of regulatory Sedium Hydroxide, to 50 %
[T : Potassium Hydroxide, to 50 %
limitations prior to use.
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AR = Recommended.
2. Referenced Documents

2.1 ASTM Standards: ) ) . .
C 67 Test Methods of Sampling and Testing Brick andmay not be a consideration. The corrosion resistance and
Structural Clay Tile structural integrity of the brick are dependent on the type and

C 561 Test Method for Ash in a Graphite Sample purity of the carbon and binder used when the brick is

C 904 Terminology Relating to Chemical-Resistant Non-manufactured. _ ,
metallic Materials 4.2 The performance of the brick as tested in Test Methods

C 1106 Test Methods for Chemical Resistance and Physicg 1106 or other tests, or other qualifying data, should be
Properties of Carbon Brick reviewed between the purchaser and the seller.
5. Sampling

5.1 The brick shall be sampled in accordance with Test
Methods C 67.

3. Terminology

3.1 Definitions—For definitions of terms used in this speci-
fication, see Terminology C 904.

4. Significance and Use 6. Chemical Resistance

4.1 The chemical-resistant carbon brick meeting this speci- 6-1 Carbon brick are inherently non-wetting and highly
fication is intended for use in acid and alkaline service af€Sistant to many acids, alkalies, salts, and solvents and

varying temperatures. Physical stress imposed on the brickombinations of these chemicals at varying temperatures and

attributable to thermal shock or pressure differential may ofoncentrations. _ _ _
6.2 The carbon brick shall be tested in accordance with Test

Methods C 1106 using a chemical and thermal environment.

L This specification is under the jurisdiction of ASTM Committee CO3 on

Chemical-Resistant Nonmetallic Materials and is the direct responsibility of

TABLE 2 Physical and Chemical Requirements

Subcommittee C03.02 on Mortar and Monolithics.
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Property Value
Compressive Strength, psi (MPa), min 6000 (41)
Modulus of Rupture, psi (MPa), min 1500 (10)
Water Absorption, %, max 10
Ash,% , max 8
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