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Contact ASTM International (www.astm.org) for the latest information.

QHny) Designation: C 1301 — 95

Standard Test Method for

Major and Trace Elements in Limestone and Lime by

Inductively Coupled Plasma-Atomic Emission Spectroscopy

(ICP) and Atomic Absorption (AA)

This standard is issued under the fixed designation C 1301; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A

superscript epsilonejf indicates an editorial change since the last revision or reapproval.

1. Scope

TABLE 1 Elements and Some Suggested Wavelengths A

1.1 The following test method covers the use of inductively

Major Elements

ICP Wavelength, nm

AA Wavelength, nm

coupled plasma-atomic emission spectroscopy (ICP) andcalcium 317.933 2315-88735 4227

H : H H H Magnesium 279.079 (285.213 285.2

atomic absorption speqtroscopy (AA)_ln the an.aly5|s' of major .= ™ 251,611 (288.160) %16

and trace elements in limestone and lime (calcined limestone).auminum 308.215 (309.271) 309.3

1.2 Table 1 lists some of the elements that can be analyzedron 259.940 248.3

H anganese 257.610 2795

by this test method and the preferred wavelengths. Also seeg"0 dium 588,995 (589.59) 589.0

U.S. EPA Method 200.7 and 200.9. Potassium 766.491 766.5
1.3 This standard does not purport to address all of the Phosphorus 2;4-91421 (213.618) "éco

421.55 460.7

safety concerns, if any, associated with its use. It is the Stonium
responsibility of the user of this standard to establish appro- Trace Elements
priate safety and health practices and determine the applica-

ICP Wavelength, nm

AA Wavelength, nm

bility of regulatory limitations prior to use. Antmony 20083 e
Barium 455.403 (493.409) 553.6
2. Referenced Documents Beryllium 313.042 234.9
. Boron 249.773 249.8
2.1 ASTM _Standards' X . . Cadmium 226.502 (228.80) 228.8
C 51 Terminology Relating to Lime and Limestone (AS chromium 267.716 (205.552) 357.9
Used by the Industry) Cobalt 228.616 240.7 (242.5)
D 1193 Specification for Reagent Water copper PP 2170 (283.3
E 135 Terminology Relating to Analytical Chemistry for molybdenum 202.030 (203.844) 3133
Metals, Ores, and Related Materfals giclkel_ igé-ggg (221.647) igg-g
. e . . elenium . .
E 863 Practice for Describing Flame Atomic Absorption g .. 328,068 398.1
Spectroscopy Equipment Sulfur 180.731 (180.669) .C
E 1479 Practice for Describing and Specifying Inductively- Thallium 190.864 276.8
Coupled Plasma Optical Emission Spectrométers ;r/:nadium ;323332 ;fg;i (2869
2.2 U.S. EPA Standards: Zinc 213.856 (202.551) 213.9

Methods for the Determination of Metals in Environmental - The suggested wavelengths may vary for your particular instrument.
Samples; U.S. EPA Methods 200.2, 200.7 and 200.9; ® Numbers in parentheses are alternate wavelengths.

Smoley, C. K., 1992
Method 6010, Inductively Coupled Plasma Method, SW-
846, Test Methods for Evaluating Solid Walste

€ Not recommended or not used.

method can be found in Terminologies C 51 and E 135.

3. Terminology
3.1 Definitions—Definitions for terms used in this test

3.2 Additional Definitions:
3.2.1 total recoverable n—trace element concentration in

an unfiltered sample after heating in acid.

* This test method is under the jurisdiction of ASTM Committee C-7 on Lime 3-2-2 tOta_l_ digeStiom_n—C(Jmplete digesf[ion of a S{imple,
including silica and silicate minerals, using the fusion-flux

and is the direct responsibility of Subcommittee C07.05 on Chemical Tests.
Current edition approved Aug. 15, 1995. Published October 1995.

method.
2 Annual Book of ASTM Standardgol 04.01.

3 Annual Book of ASTM Standagdgol 11.01.
4 Annual Book of ASTM Standardgol 03.05. 4. Summary of Test Method

ZAnn-“al Book of ASTM Standatdol 03.06. 4.1 A sample, digested by either fusion or acid, is atomized
Available from CRC Press, 2000 Corporate Blvd., N. W., Boca Raton, FL and passed into an excitation medium (a p|asma in the case of

33431. . . .
7 Available from U.S. Government Printing Office, Washington, DC 20402. ICP’ a flame in the case of AA)- The reSU|t|ng lons are analyzed
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