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Compressive Strength of Masonry Prisms
This standard is issued under the fixed designation C 1314; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilonef indicates an editorial change since the last revision or reapproval.
1. Scope*

1.1 This test method covers procedures for masonry prism construction and testing, and procedures for determining th
compressive strength of masonfy, used to determine compliance with the specified compressive strength of méasgnvwhen
this test method is used for research purposes, the construction and test procedures within serve as a guideline and provide con
parameters.

1.2 The values stated in inch-pound units are to be regarded as the standard. The values given in parentheses are for informat
only.

1.3 This standard does not purport to address all of the safety concerns, if any, associated with its use. It is the responsibility
of the user of this standard to establish appropriate safety and health practices and determine the applicability of regulatory
limitations prior to use.

1 This test method is under the jurisdiction of ASTM Committee C15 on Manufactured Masonry Units and is the direct responsibility of Subcommitee 8&Search.
Current edition approved3dure-10, December 1, 2003. Published-September 2003. January 2004. Originally approved in 1995. Last previouseelition240® as
C 1314-03a.

*A Summary of Changes section appears at the end of this standard.
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