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Pyrolytic and Vacuum Deposition Coatings on Glass
This standard is issued under the fixed designation C 1376; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilonef indicates an editorial change since the last revision or reapproval.
1. Scope 3.2.1 banding—Linear nonuniformity that may be wide or

1.1 This specification covers the optical and aesthetic quaParrow and occur anywhere on a lite.

ity. r?qUirem_entS for coatings applied to glass for use in Nore 2—The following terms are designed to guide the user to the
building glazing. appropriate inspection charts and requirements.

1.2 The coatings covered are applied to the glass using 3 5 5 coated overhead glassglass used in an installation in
either p_yrolyt|c or vacuum (sputtering) depos!t|on methods anqhich the lower edge of the glass is more than 6 ft (1.8 m)
are typically applied to control solar heat gain, energy perforyaye (the viewer's) floor level or cannot be approached within
mance, comfort level, and condensation and enhance thg, ¢ (3.0 m): the glass can usually but not always be viewed

aesthetic of the building. in both transmission and reflection; the glass is usually sloping

1.3 This specification addresses blemishes related t0 the from the vertical plane, however, may also be vertical or
coating only. It does not address glass blemishes, appllegoping out from the vertical plane.
ceramic frits, and organic films. . , 3.2.3 coated spandrel glassglass used in an installation in
1.4 Dimensional values are stated in inch pound units angypich the glass is only viewed in reflection from the building’s

are to be regarded as the standard units for this specificatioyerior. The glass is usually installed vertically, however, may
The metric units given in parentheses are for information onlypq ot 4 slope to the vertical plane.

2 Referenced Documents 3.2.4 coated vision gIas&gIass_used in'an installation in
which the lower edge of the glass is a maximum of 6 ft (1.8 m)

?'1 Refﬁrenge to the_sft_e 3o<t:)um(ants Shﬁ" .be the :a.test iE.S‘E:\Bove (the viewer’s) floor level; the glass can be viewed in
unless otherwise specified by the authority applying thi§.ansmission or reflection; the glass is usually vertical, how-

specification. _ ever, may also be sloping in or out from the vertical plane; and

22 ASTM Sltandards. the glass can be approached within 10 ft (3.0 m) or less. (If the

C 162 Termmo_logy of Glass and Glass Prodécts distance is greater than 10 ft (3.0 m), see coated overhead

C 1036 Specification for Flat Glaks glass.)

C 1048 . Specification for Heat-Treated Flat Glass—Kind 3.2.5 coating rub—a surface abrasion of appreciable width

HS, Kind FT Coated and Uncoa_ted Glass . that has partial, or complete, removal of the coating producing

D 2244 Test Method for Calculation of Colqr Differences a hazy appearance.

from Instrumentally Measured Color Coordingtes 3.2.6 coating scratch—partial, or complete, removal of the
3. Terminology coating along a thin straight or curved line.

3.2.7 corrosion—change in the color or level of reflected or
transmitted light over all or part of the glass surface as a result
of degradation of the coating from external sources.

3.2.8 crazing—a random conglomeration of fine lines or
cracks in the coating.

3.1 Definitions—Refer to Terminology C 162, Specification
C 1036 or Specification C 1048 as appropriate:

3.1.1 blemishes in flat glassrefer to Specifications C 1036
or C 1048, as appropriate.

Note 1—These definitions do not apply to in-service damage. 3.2.9 cut size—flat glass sheets cut to specific dimensions.
3.2 Definitions of Terms Specific to This Standard: 3-|2-1O edge to edge-gradient nonuniformity within a lite
of glass.

3.2.11 lite to lite—nonuniformity between individual lites.

1 This specification is under the jurisdiction of ASTM Committee C-14 on Glass ~ 3.2.12 mark/contaminant-a deposit of foreign material on
and Glass Products and is the direct responsibility of Subcommittee C14.08 on Flghe glass surface.

Glass. . . .
Current edition approved Oct. 10, 1997. Published February 1998. 3.2.13 mOttlmg_Spl.OtChy or patChy nonumformlty (nOt to
2 Annual Book of ASTM Standardéol 15.02. be confused with strain pattern inherent to heat-treated glass or
3 Annual Book of ASTM Standardsol 06.01. in-service staining, or both, or damage of glass).
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