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This standard is issued under the fixed designation C 1530; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilon (e) indicates an editorial change since the last revision or reapproval.

1. Scope

1.1 This specification covers non-asbestos fiber-cement roofing shakes, shingles, and slates that are of designed varying profiles
and thicknesses manufactured to provide the weather-exposed surfaces on roofs of buildings.

1.2 The values stated are in SI units and are to be regarded as the standard. The values given in parenthesis (inch-pound units)
are provided for information only.

1.3 This specification does not include details of product installation or system performance. Refer to the manufacturer’s
installation literature for proper installation instructions and to Specification C 1459 for roofing systems performance.

1.4 This specification is not applicable to asbestos-cement or fiber-cement products as specified in Specifications C 222 and
C 1225.

1.5 This standard does not purport to address all of the safety concerns, if any, associated with its use. It is the responsibility
of the user of this standard to establish appropriate safety and health practices and determine the applicability of regulatory
requirements prior to use.

2. Referenced Documents

2.1 ASTM Standards:

1 This specification is under the jurisdiction of ASTM Committee C17 on Fiber-Reinforced Cement Products and is the direct responsibility of Subcommittee C17.02 on
Non-Asbestos Fiber Cement Products.
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