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Standard Specification for
Resilient Connectors Between Reinforced Concrete On-Site
Wastewater Tanks and Pipes1

This standard is issued under the fixed designation C1644; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilon (´) indicates an editorial change since the last revision or reapproval.

1. Scope

1.1 This specification covers the minimum performance and
material requirements for resilient connectors used for connec-
tions between reinforced concrete tanks used for septic effluent
treatment/detention, including those referenced in Specifica-
tions C913 and C1227.

1.1.1 These connectors are designed to eliminate leakage
between the pipe(s) and tank.

1.2 A complete metric companion to Specification C1644
has been developed—C1644M; therefore, no metric equiva-
lents are presented in this specification.

NOTE 1—This specification covers the design, material, and perfor-
mance of the resilient connection only. Connections covered by this
specification are adequate for hydrostatic pressures up to 5 psi (11.5 ft)
without leakage when tested in accordance with Section 7. Infiltration or
exfiltration quantities for an installed system are dependent upon many
factors other than the connectors between tanks and pipes, and allowable
quantities must be covered by other specifications and suitable testing of
the installed pipe and system.

1.3 The following precautionary caveat pertains only to the
test methods portion, Section 7, of this specification. This
standard does not purport to address all of the safety concerns,
if any, associated with its use. It is the responsibility of the user
of this standard to establish appropriate safety and health
practices and determine the applicability of regulatory limita-
tions prior to use.

2. Referenced Documents

2.1 ASTM Standards:2

A240/A240M Specification for Chromium and Chromium-
Nickel Stainless Steel Plate, Sheet, and Strip for Pressure
Vessels and for General Applications

C822 Terminology Relating to Concrete Pipe and Related
Products

C913 Specification for Precast Concrete Water and Waste-
water Structures

C1227 Specification for Precast Concrete Septic Tanks
D395 Test Methods for Rubber Property—Compression Set
D412 Test Methods for Vulcanized Rubber and Thermoplas-

tic Elastomers—Tension
D471 Test Method for Rubber Property—Effect of Liquids
D543 Practices for Evaluating the Resistance of Plastics to

Chemical Reagents
D573 Test Method for Rubber—Deterioration in an Air

Oven
D624 Test Method for Tear Strength of Conventional Vul-

canized Rubber and Thermoplastic Elastomers
D746 Test Method for Brittleness Temperature of Plastics

and Elastomers by Impact
D883 Terminology Relating to Plastics
D1149 Test Methods for Rubber Deterioration—Cracking in

an Ozone Controlled Environment
D1566 Terminology Relating to Rubber
D2240 Test Method for Rubber Property—Durometer Hard-

ness

3. Terminology

3.1 Definitions:
3.1.1 Terms relating to plastics and rubber shall be as

defined in Terminologies D883 and D1566, respectively.
3.1.2 Terms relating to precast concrete tanks, and related

products shall be as defined in Terminology C822 and as
modified in 3.1.3 – 3.1.5.

3.1.3 connector—the entire assembly including resilient
seals and metallic or nonmetallic mechanical devices, if any,
used therein.

3.1.4 pipe—the inlet or outlet pipe connected to the tank.

3.1.5 pipe stub—a short section of pipe, installed in the
structure as an inlet or outlet pipe, for future connection.

4. Materials and Manufacture

4.1 All materials shall be suitable for use in sanitary sewage
applications.

4.1.1 Resilient Materials—Resilient materials for connec-
tors shall be manufactured from natural or synthetic materials
and shall conform to the requirements prescribed in Table 1

1 This specification is under the jurisdiction of ASTM Committee C27 on Precast
Concrete Products and is the direct responsibility of Subcommittee C27.30 on Water
and Wastewater Containers.
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