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INTRODUCTION

Engineered design of masonry structures requires accurate technical data on the strength and
load-deflection behavior of masonry wall elements. These test methods provide a systematic basis for

obtaining such data.

1. Scope*

1.1 These test methods cover methods for determining the
strength and load-deflection characteristics of masonry wall
elements.

1.2 The values stated in inch-pound units are to be regarded
as standard. The values given in parentheses are mathematical
conversions to SI units that are provided for information only
and are not considered standard.

1.3 This standard does not purport to address all of the
safety concerns, if any, associated with its use. It is the
responsibility of the user of this standard to establish appro-
priate safety and health practices and determine the applica-
bility of regulatory limitations prior to use.

2. Referenced Documents

2.1 ASTM Standards:*

C1232 Terminology of Masonry

E2126 Test Methods for Cyclic (Reversed) Load Test for
Shear Resistance of Vertical Elements of the Lateral Force
Resisting Systems for Buildings

3. Terminology

3.1 Definitions—Terminology defined in Terminology
C1232 shall apply for this specification.

4. Significance and Use

4.1 The test methods described in this standard are intended
for use as a starting point in developing specific testing
protocols for masonry elements.

! These test methods are under the jurisdiction of ASTM Committee C15 on
Manufactured Masonry Units and is the direct responsibility of Subcommittee
C15.04 on Research.
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4.1.1 The testing protocols could be used for general re-
search on the load-deflection behavior of masonry elements.

4.1.2 The testing protocols could be used for qualification of
masonry elements and materials by evaluation services and
other parties.

4.1.3 The test methods described in this standard are
general, and are intended to be adaptable to address a wide
range of anticipated support and loading conditions.

4.2 How the test results are interpreted will depend on the
intended use of the masonry element being tested.

5. Test Specimens

5.1 General Description—The specimens shall have mate-
rials and workmanship representative of the structural elements
they are intended to represent, and be large enough to be useful
in predicting the structural performance of those elements.

5.2 Length or Height—The specimen shall be long enough
(for horizontal testing) or tall enough (for vertical testing) so
that its behavior under load will simulate that of the element
that the specimen is intended to represent.

5.3 Width—The specimen shall be wide enough so that its
behavior under load will simulate that of the element the
specimen is intended to represent.

5.4 Laboratory Environment—Maintain the air in the labo-
ratory at a temperature of 75 = 15°F (24 = 8°C) and a relative
humidity of 55 * 25 %.

5.5 Preconditioning of Masonry Materials—Precondition
materials by storing in the laboratory environment for at least
5 days before use.

5.6 Age—Test masonry construction at an age of at least 28
days after fabrication, unless specified otherwise.

6. General Requirements for Instrumentation

6.1 Load Measurement—Measure loads with a load cell or
pressure transducer having a precision better than or equal to
1 % of the expected maximum load.

*A Summary of Changes section appears at the end of this standard
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