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1. Scope bility of regulatory limitations prior to use.

11 These test meth_qu and practices, given under thf_ Referenced Documents
headings titled Composition, Consistency, Stability, and Ex- i
amination of Residue, cover the examination of asphalt emul- 2-1 ASTM Standards:
sions composed principally of a semisolid or liquid asphaltic € 150 Specification for Portland Cemént

base, water, and an emulsifying agent. The test methods coverC 778 Specification for Standard Sé”_d _
the following tests: D5 Test Method for Penetration of Bituminous Matertals

D 70 Test Method for Specific Gravity and Density of

Test Sections . . . . .
Composition: Semi-Solid Bituminous Materiats
Water Content o 4-10 D 86 Test Method for Distillation of Petroleum Produtts
Resicue g‘;dES:p'Z;Sa‘t'i'(')arfe by Distillation e D 88 Test Method for Saybolt Viscosfty
Particle Charge of Cationic Emulsified Asphalts 23-28 D 113 Test Method for DUCtI|Ity_ of Bltuml_nou_s Materléls
Consistency: D 128 Test Methods for Analysis of Lubricating Gretse
St;’k'fmct‘;s“y (Saybolt Furol) 29-33 D 139 Test Method for Float Test for Bituminous Materfals
Demulsibility 34-39 D 140 Practice for Sampling Bituminous Materials
Settlement 40-45 D 977 Specification for Emulsified Asph?lt
Comen: Mixing P D 2042 Test Method for Solubility of Asphalt Materials in
Coating 59-62 Trichloroethylené
Miscibility with Water 63-65 D 2397 Specification for Cationic Emulsified AspRalt
Ef;izr']';gAbimy and Water Resistance ooce D 3289 Test Method for Specific Gravity or Density of
Storage Stability of Asphalt Emulsion 77-83 Semi-Solid and Solid Bituminous Materials by Nickel
Examination of Residue 84-91 Crucible
L(\j:;r:;ﬂl(t:atmn Test for Rapid Setting Cationic Emulsified 92-99 E1 Specification for ASTM Thermometérs
Identification of Cationic Slow Set Emulsions 100-105 E 11 Specification for Wire-Cloth Sieves for Testing Pur-
Field Coating Test on Emulsified Asphalts 106-111 pose§
Emulsified Asphalt/Job Aggregate Coating Test 112-117 P . . .
Weight per Gallon of Emulsified Asphalt 118194 E 145 Specification for Gravity-Convection and Forced-
Residue by Low-Temperature Vacuum Distillation 126-131 Ventilation Oven$

1.2 The values stated in Sl units are to be regarded as thid Sample Conditioning for Testing
standard. The values given in parentheses are for information 3.1 All emulsions with viscosity requirements of 50°C

only. should be heated to 58 3°C in the original sample container
1.3 This standard does not purport to address all of thein a 71°C water bath or oven. The container should be vented

safety concerns, if any, associated with its use. It is theg relieve pressure. After the sample reachest58°C, stir the

responsibility of the user of this standard to establish approsample to achieve homogeneity.

priate safety and health practices and determine the applica-
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